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C812G+7-K9 C812 CiFi 3.7G HSPA+  c800-universalk9-mz 15.2(4)M1 - - X 812 C812 880-B 15/Jan/13 N 51 x 227 x 241  1.8 kg 0 N 0 Y 512 MB - - - - - 512 MB 0 - - - - - - - X X X - - - - - - - - - - Y 0 0 1 N/A N 0 0 0 0 0 N 0 0 0 N 0 0 0 0 0 0 0 0 N Y MC8705 G Y Y N N Y Y N N

C812G-CIFI+7-E-K9 C812 3.7G HSPA+ with Dual 802.11n Radio -E ETSI  c800-universalk9-mz 15.2(4)M1 - - X 812 C812 880-B 15/Jan/13 N 51 x 227 x 241  1.8 kg 0 N 0 Y 512 MB - - - - - 512 MB 0 - - - - - - - X X X - - - - - - - - - - Y 0 0 1 N/A N 0 0 0 0 0 N 0 0 0 N 0 0 0 0 0 0 0 0 Y AP802 AGN E I Y Y Y MC8705 G Y Y N N Y Y N N

C812G-CIFI+7-N-K9 C812 3.7G HSPA+ with Dual 802.11n Radio -N ANZ  c800-universalk9-mz 15.2(4)M1 - - X 812 C812 880-B 15/Jan/13 N 51 x 227 x 241  1.8 kg 0 N 0 Y 512 MB - - - - - 512 MB 0 - - - - - - - X X X - - - - - - - - - - Y 0 0 1 N/A N 0 0 0 0 0 N 0 0 0 N 0 0 0 0 0 0 0 0 Y AP802 AGN N I Y Y Y MC8705 G Y Y N N Y Y N N

C812G-CIFI-V-A-K9 C812 Verizon EV-DO Rev A with Dual WiFi, FCC Compliant c800-universalk9-mz 15.2(4)M1 - - X 812 C812 880-B 15/Jan/13 N 51 x 227 x 241  1.8 kg 0 N 0 Y 512 MB - - - - - 512 MB 0 - - - - - - - X X X - - - - - - - - - - Y 0 0 1 N/A N 0 0 0 0 0 N 0 0 0 N 0 0 0 0 0 0 0 0 Y AP802 AGN A I Y Y Y MC5728V V N N Y N N Y N N

C812G-CIFI-S-A-K9 C812 Sprint EV-DO Rev A with Dual WiFi, FCC Compliant c800-universalk9-mz 15.2(4)M1 - - X 812 C812 880-B 15/Jan/13 N 51 x 227 x 241  1.8 kg 0 N 0 Y 512 MB - - - - - 512 MB 0 - - - - - - - X X X - - - - - - - - - - Y 0 0 1 N/A N 0 0 0 0 0 N 0 0 0 N 0 0 0 0 0 0 0 0 Y AP802 AGN A I Y Y Y MC5728V S N N Y N N Y N N

C819G-U-K9 C819 Secure M2M GW (non-US) 3.5G HSPA R6 w/ SMS/GPS  c800-universalk9-mz 15.1(4)M1 - - X 819 C819G 880-B 9/Sep/11 N 42 x 196 x 183  1 0 N 0 Y 512 MB - - - - - 256 MB 0 - - - - X X X - - - - - - - - - - - - - Y 0 0 1 N/A N 0 0 0 0 0 N 0 0 0 N 0 0 0 0 0 1 4 0 N Y MC8795V G Y N N N Y Y N N

C819G-S-K9 Cisco 819 Secure Router, SPRINT EVDO Rev A w/ SMS/GPS  c800-universalk9-mz 15.1(4)M1 - - X 819 C819G 880-B 8/Dec/11 N 42 x 196 x 183  1 0 N 0 Y 512 MB - - - - - 256 MB 0 - - - - X X X - - - - - - - - - - - - - Y 0 0 1 N/A N 0 0 0 0 0 N 0 0 0 N 0 0 0 0 0 1 4 0 N Y MC5728V S N N Y N N Y N N

C819G-V-K9 Cisco 819 Secure Router, VERIZON EVDO Rev A w/ SMS/GPS  c800-universalk9-mz 15.1(4)M1 - - X 819 C819G 880-B 1/Nov/11 N 42 x 196 x 183  1 0 N 0 Y 512 MB - - - - - 256 MB 0 - - - - X X X - - - - - - - - - - - - - Y 0 0 1 N/A N 0 0 0 0 0 N 0 0 0 N 0 0 0 0 0 1 4 0 N Y MC5728V V N N Y N N Y N N

C819G-B-K9 C819 3G Bharat EV-DO Rev A/0/1xRTT 800/1900 MHz w/ SMS/GPS c800-universalk9-mz 15.1(4)M1 - - X 819 C819G 880-B 28/Feb/12 N 42 x 196 x 183  1 0 N 0 Y 512 MB - - - - - 256 MB 0 - - - - X X X - - - - - - - - - - - - - Y 0 0 1 N/A N 0 0 0 0 0 N 0 0 0 N 0 0 0 0 0 1 4 0 N Y MC5728V B N N Y N N Y N N

C819G+7-K9 C819 Secure M2M GW (non-US) 3.7G HSPA+ R7 w/ SMS/GPS c800-universalk9-mz 15.1(4)M1 - - X 819 C819G 880-B 10/Sep/11 N 42 x 196 x 183  1 0 N 0 Y 512 MB - - - - - 256 MB 0 - - - - X X X - - - - - - - - - - - - - Y 0 0 1 N/A N 0 0 0 0 0 N 0 0 0 N 0 0 0 0 0 1 4 0 N Y MC8705 G Y Y N N Y Y N N

C819HG-U-K9 C819 Secure Hardened M2M GW (non-US) 3.5G HSPA R6 w/ SMS/GPS  c800-universalk9-mz 15.1(4)M1 - - X 819 C819HG 880-B 30/Aug/11 N 44 x 196 x 206 1.5 0 N 0 Y 512 MB - - - - - 256 MB 0 - - - - X X X - - - - - - - - - - - - - Y 0 0 1 N/A N 0 0 0 0 0 N 0 0 0 N 0 0 0 0 0 1 4 0 N Y MC8795V G Y N N N Y Y N N

C819HG-S-K9 C819 Secure Hardened Router, SPRINT EVDO Rev A w/ SMS/GPS  c800-universalk9-mz 15.1(4)M1 - - X 819 C819HG 880-B 29/Oct/11 N 44 x 196 x 206 1.5 0 N 0 Y 512 MB - - - - - 256 MB 0 - - - - X X X - - - - - - - - - - - - - Y 0 0 1 N/A N 0 0 0 0 0 N 0 0 0 N 0 0 0 0 0 1 4 0 N Y MC5728V S N N Y N N Y N N

C819HG-V-K9 C819 Secure Hardened Router, VERIZON EVDO Rev A w/ SMS/GPS c800-universalk9-mz 15.1(4)M1 - - X 819 C819HG 880-B 4/Oct/11 N 44 x 196 x 206 1.5 0 N 0 Y 512 MB - - - - - 256 MB 0 - - - - X X X - - - - - - - - - - - - - Y 0 0 1 N/A N 0 0 0 0 0 N 0 0 0 N 0 0 0 0 0 1 4 0 N Y MC5728V V N N Y N N Y N N

C819HG-B-K9 C819 Secure Hardened Router, 3G Bharat EV-DO Rev A w/ SMS/GPS c800-universalk9-mz 15.1(4)M1 - - X 819 C819HG 880-B N 44 x 196 x 206 1.5 0 N 0 Y 512 MB - - - - - 256 MB 0 - - - - X X X - - - - - - - - - - - - - Y 0 0 1 N/A N 0 0 0 0 0 N 0 0 0 N 0 0 0 0 0 1 4 0 N Y MC5728V B N N Y N N Y N N

C819HG+7-K9 C819 Secure Hardened M2M GW (non-US) 3.7G HSPA + R7, SMS/GPS  c800-universalk9-mz 15.1(4)M1 - - X 819 C819HG 880-B 31/Aug/11 N 44 x 196 x 206 1.5 0 N 0 Y 512 MB - - - - - 256 MB 0 - - - - X X X - - - - - - - - - - - - - Y 0 0 1 N/A N 0 0 0 0 0 N 0 0 0 N 0 0 0 0 0 1 4 0 N Y MC8705 G Y Y N N Y Y N N

C819HGW+7-E-K9 C819 M2M Hardened 3.7G HSPA+ (non-US) w/ Dual Radio ETSI  c800-universalk9-mz 15.2(4)M1 - - X 819 C819HGW 880-B 22/Oct/12 N 44 x 186 x 229 1.54 0 N 0 Y 1024 MB - - - - - 1024 MB 0 - - - - - - - X X X - - - - - - - - - - Y 0 0 1 N/A N 0 0 0 0 0 N 0 0 0 N 0 0 0 0 0 1 4 0 Y AP802 AGN E E Y Y Y MC8705 G Y Y N N Y Y N N

C819HGW+7-N-K9 C819 M2M Hardened 3.7G HSPA+ (non-US) w/ Dual Radio WiFi  c800-universalk9-mz 15.2(4)M1 - - X 819 C819HGW 880-B 13/Dec/12 N 44 x 186 x 229 1.54 0 N 0 Y 1024 MB - - - - - 1024 MB 0 - - - - - - - X X X - - - - - - - - - - Y 0 0 1 N/A N 0 0 0 0 0 N 0 0 0 N 0 0 0 0 0 1 4 0 Y AP802 AGN N E Y Y Y MC8705 G Y Y N N Y Y N N

C819HGW+7-A-A-K9 C819 M2M Hardened 3.7G HSPA+ North America w/ Dual Radio FCC  c800-universalk9-mz 15.2(4)M1 - - X 819 C819HGW 880-B 15/Jan/13 N 44 x 186 x 229 1.54 0 N 0 Y 1024 MB - - - - - 1024 MB 0 - - - - - - - X X X - - - - - - - - - - Y 0 0 1 N/A N 0 0 0 0 0 N 0 0 0 N 0 0 0 0 0 1 4 0 Y AP802 AGN A E Y Y Y MC8705 G Y Y N N Y Y N N

C819HGW-V-A-K9 C819 M2M Hardened for Verizon EV-DO Rev A w/ Dual Radio FCC c800-universalk9-mz 15.2(4)M1 - - X 819 C819HGW 880-B 15/Jan/13 N 44 x 186 x 229 1.54 0 N 0 Y 1024 MB - - - - - 1024 MB 0 - - - - - - - X X X - - - - - - - - - - Y 0 0 1 N/A N 0 0 0 0 0 N 0 0 0 N 0 0 0 0 0 1 4 0 Y AP802 AGN A E Y Y Y MC5728V V N N Y N N Y N N

C819HGW-S-A-K9 C819 M2M Hardened for Sprint EV-DO Rev A w/ Dual Radio FCC c800-universalk9-mz 15.2(4)M1 - - X 819 C819HGW 880-B 14/Dec/12 N 44 x 186 x 229 1.54 0 N 0 Y 1024 MB - - - - - 1024 MB 0 - - - - - - - X X X - - - - - - - - - - Y 0 0 1 N/A N 0 0 0 0 0 N 0 0 0 N 0 0 0 0 0 1 4 0 Y AP802 AGN A E Y Y Y MC5728V S N N Y N N Y N N

C819H-K9 C819 M2M Hardened Secure Router with Smart Serial  c800-universalk9-mz 15.2(4)M1 - - X 819 C819H 880-B 20/Jan/13 N 44 x 186 x 229 1.54 0 N 0 Y 1024 MB - - - - - 1024 MB 0 - - - - - - - X X X - - - - - - - - - - Y 0 0 1 N/A N 0 0 0 0 0 N 0 0 0 N 0 0 0 0 0 1 4 0 N N N

C819HWD-E-K9 C819 M2M Hardened with Dual Radio ETSI WiFi  c800-universalk9-mz 15.2(4)M1 - - X 819 C819HW 880-B 2/Jan/13 N 44 x 186 x 229 1.54 0 N 0 Y 1024 MB - - - - - 1024 MB 0 - - - - - - - X X X - - - - - - - - - - Y 0 0 1 N/A N 0 0 0 0 0 N 0 0 0 N 0 0 0 0 0 1 4 0 Y AP802 AGN E E Y Y N N

C819HWD-A-K9 C819 M2M Hardened with Dual Radio FCC WiFi c800-universalk9-mz 15.2(4)M1 - - X 819 C819HW 880-B 5/Dec/12 N 44 x 186 x 229 1.54 0 N 0 Y 1024 MB - - - - - 1024 MB 0 - - - - - - - X X X - - - - - - - - - - Y 0 0 1 N/A N 0 0 0 0 0 N 0 0 0 N 0 0 0 0 0 1 4 0 Y AP802 AGN A E Y Y N N

C819HG-4G-V-K9 C819 Hardened 4G LTE M2M GW for Verizon 700 MHz Band 13  c800-universalk9-mz 15.2(4)M1 - - X 819 C819HG 880-B 20/Dec/12 N 44 x 196 x 206 1.5 0 N 0 Y 1024 MB - - - - - 1024 MB 0 - - - - - - - X X X - - - - - - - - - - Y 0 0 1 N/A N 0 0 0 0 0 N 0 0 0 N 0 0 0 0 0 1 4 0 N Y MC7750 V N N Y Y N Y Y N

C819HG-4G-A-K9 C819 Hardened 4G LTE M2M GW for ATT 700 MHz Band 17  c800-universalk9-mz 15.2(4)M1 - - X 819 C819HG 880-B 22/Oct/12 N 44 x 196 x 206 1.5 0 N 0 Y 1024 MB - - - - - 1024 MB 0 - - - - - - - X X X - - - - - - - - - - Y 0 0 1 N/A N 0 0 0 0 0 N 0 0 0 N 0 0 0 0 0 1 4 0 N Y MC7700 A Y Y N Y Y Y Y N

C819HG-4G-G-K9 C819 Hardened 4G LTE for Global, 800/900/1800/2100/2600 MHz  c800-universalk9-mz 15.2(4)M1 - - X 819 C819HG 880-B 1/Feb/13 N 44 x 196 x 206 1.5 0 N 0 Y 1024 MB - - - - - 1024 MB 0 - - - - - - - X X X - - - - - - - - - - Y 0 0 1 N/A N 0 0 0 0 0 N 0 0 0 N 0 0 0 0 0 1 4 0 N Y MC7710 G Y Y N Y Y Y Y N

C819G-4G-V-K9 C819 M2M 4G LTE for Verizon, 700 MHz Band 13, EVDO Rev A  c800-universalk9-mz 15.2(4)M1 - - X 819 C819G 880-B 25/Jan/13 N 42 x 196 x 183  1 0 N 0 Y 1024 MB - - - - - 1024 MB 0 - - - - - - - X X X - - - - - - - - - - Y 0 0 1 N/A N 0 0 0 0 0 N 0 0 0 N 0 0 0 0 0 1 4 0 N Y MC7750 V N N Y Y N Y Y N

C819G-4G-A-K9 C819 M2M 4G LTE for ATT, 700 MHz Band 17, HSPA+  c800-universalk9-mz 15.2(4)M1 - - X 819 C819G 880-B 10/Jan/13 N 42 x 196 x 183  1 0 N 0 Y 1024 MB - - - - - 1024 MB 0 - - - - - - - X X X - - - - - - - - - - Y 0 0 1 N/A N 0 0 0 0 0 N 0 0 0 N 0 0 0 0 0 1 4 0 N Y MC7700 A Y Y N Y Y Y Y N

C819G-4G-G-K9 C819 M2M 4G LTE for Global, 800/900/1800/2100/2600 MHz,HSPA+  c800-universalk9-mz 15.2(4)M1 - - X 819 C819G 880-B 28/Jan/13 N 42 x 196 x 183  1 0 N 0 Y 1024 MB - - - - - 1024 MB 0 - - - - - - - X X X - - - - - - - - - - Y 0 0 1 N/A N 0 0 0 0 0 N 0 0 0 N 0 0 0 0 0 1 4 0 N Y MC7710 G Y Y N Y Y Y Y N

CISCO861-K9 Cisco 861 Ethernet Security Router c860-universalk9-mz 12.4(20)T - X - 860 CISCO860 860-A 20/Jun/08 Y 6/Feb/2013 48 x 325 x 249 2.5 0 N 0 N 256 MB - - - - - 128 MB 0 - - - - - - - - - - - X - - - - - - - - Y 0 1 0 N/A N 0 0 0 0 0 N 0 0 0 N 0 0 0 0 0 0 4 0 N N N

CISCO861W-GN-A-K9 Cisco 861 Ethernet Security Router 802.11n FCC Compliant  c860-universalk9-mz 12.4(20)T - X - 860 CISCO860W 860-A 26/Jun/08 N 14/May/2014 48 x 325 x 264 2.5 1 N 0 N 256 MB - - - - - 128 MB 0 - - - - - - - - - - - X - - - - - - - - Y 0 1 0 N/A N 0 0 0 0 0 N 0 0 0 N 0 0 0 0 0 0 4 0 Y AP801 GN A E Y N N N

CISCO861W-GN-E-K9 Cisco 861 Ethernet Security Router 802.11n ETSI Compliant  c860-universalk9-mz 12.4(20)T - X - 860 CISCO860W 860-A 4/Jul/08 N 14/May/2014 48 x 325 x 264 2.5 1 N 0 N 256 MB - - - - - 128 MB 0 - - - - - - - - - - - X - - - - - - - - Y 0 1 0 N/A N 0 0 0 0 0 N 0 0 0 N 0 0 0 0 0 0 4 0 Y AP801 GN E E Y N N N

CISCO861W-GN-P-K9 Cisco 861 Ethernet Security Router 802.11n Japan Compliant c860-universalk9-mz 12.4(20)T - X - 860 CISCO860W 860-A 2/Jul/08 N 14/May/2014 48 x 325 x 264 2.5 1 N 0 N 256 MB - - - - - 128 MB 0 - - - - - - - - - - - X - - - - - - - - Y 0 1 0 N/A N 0 0 0 0 0 N 0 0 0 N 0 0 0 0 0 0 4 0 Y AP801 GN P E Y N N N

CISCO867-K9 Cisco 867 ADSL2/2+ Annex A Sec Router c860-universalk9-mz 12.4(22)YB3 - X - 860 CISCO860 860-A 10/Dec/09 Y 20/Dec/2011 48 x 325 x 249 2.5 0 N 0 N 256 MB - - - - - 128 MB 0 - - - - - - - - - - - X - - - - - - - - N 0 0 0 ST Micro 20190P Y 1 0 0 0 0 N 0 0 0 N 0 0 0 0 0 0 4 0 N N N

CISCO867W-GN-A-K9 Cisco 867 ADSL2/2+ Annex A Sec Router 802.11n FCC Comp c860-universalk9-mz 12.4(22)YB3 - X - 860 CISCO860W 860-A 10/Dec/09 Y 20/Dec/2011 48 x 325 x 264 2.5 1 N 0 N 256 MB - - - - - 128 MB 0 - - - - - - - - - - - X - - - - - - - - N 0 0 0 ST Micro 20190P Y 1 0 0 0 0 N 0 0 0 N 0 0 0 0 0 0 4 0 Y AP801 GN A E Y N N N

CISCO867W-GN-E-K9 Cisco 867 ADSL2/2+ Annex A Sec Router 802.11n ETSI Comp c860-universalk9-mz 12.4(22)YB3 - X - 860 CISCO860W 860-A 30/Nov/09 Y 20/Dec/2011 48 x 325 x 264 2.5 1 N 0 N 256 MB - - - - - 128 MB 0 - - - - - - - - - - - X - - - - - - - - N 0 0 0 ST Micro 20190P Y 1 0 0 0 0 N 0 0 0 N 0 0 0 0 0 0 4 0 Y AP801 GN E E Y N N N

CISCO866VAE Cisco 866VAE router with VDSL2/ADSL2+ over ISDN  c860vae-ipbasek9-mz 15.2(2)T or 15.1(4)M2 X - - 860 C860VAE 860-B 31/Jan/12 N 38.5 x 209 x 198 1.5 0 N 1 * USB2.0 Y 256 MB - - - - - 64 MB 0 - - - - - - - - - - X - - - - - - - - - Y 0 0 1 Broadcom 6368E N 0 0 0 0 0 Y 0 1 (p) N 0 0 0 0 0 0 4 0 N N N

CISCO866VAE-K9 Cisco 866VAE Secure router with VDSL2/ADSL2+ over ISDN  c860vae-advsecurityk9-mz 15.2(2)T or 15.1(4)M2 - X - 860 C860VAE 860-B 30/Nov/11 N 38.5 x 209 x 198 1.5 0 N 1 * USB2.0 Y 256 MB - - - - - 56 MB 0 - - - - - - - - - - X - - - - - - - - - Y 0 0 1 Broadcom 6368E N 0 0 0 0 0 Y 0 1 (p) N 0 0 0 0 0 0 4 1 N N N

CISCO867VAE Cisco 867VAE router with VDSL2/ADSL2+ over POTS c860vae-ipbasek9-mz 15.2(2)T or 15.1(4)M2 X - - 860 C860VAE 860-B 23/Nov/11 N 38.5 x 209 x 198 1.5 0 N 1 * USB2.0 Y 256 MB - - - - - 64 MB 0 - - - - - - - - - - X - - - - - - - - - Y 0 0 1 Broadcom 6368E Y 0 0 0 1 (p) N 0 0 0 N 0 0 0 0 0 0 4 0 N N N

CISCO867VAE-K9 Cisco 867VAE Secure router with VDSL2/ADSL2+ over POTS  c860vae-advsecurityk9-mz 15.2(2)T or 15.1(4)M2 - X - 860 C860VAE 860-B 22/Nov/11 N 38.5 x 209 x 198 1.5 0 N 1 * USB2.0 Y 256 MB - - - - - 56 MB 0 - - - - - - - - - - X - - - - - - - - - Y 0 0 1 Broadcom 6368E Y 0 0 0 1 (p) N 0 0 0 N 0 0 0 0 0 0 4 1 N N N

C866VAE-W-E-K9 Cisco 860VAE Series Integrated Services Router with WiFi c860vaew-advsecurityk9-mz    15.3(3)M - X - 860 C860VAE-W 860-B Summer 2013 N 38.5 x 209 x 198 1.5 0 N 1 * USB2.0 Y 512 MB - - - - - 128 MB 0 - - - - - - - - - - X - - - - - - - - - Y 0 0 1 Broadcom 63268E N 0 0 0 0 0 Y 0 1 (p) N 0 0 0 0 0 0 3 2 Y AP860VAE BGN E I Y N N N

C867VAE-W-E-K9 Cisco 860VAE Series Integrated Services Router with WiFi c860vaew-advsecurityk9-mz    15.3(3)M - X - 860 C860VAE-W 860-B Summer 2013 N 38.5 x 209 x 198 1.5 0 N 1 * USB2.0 Y 512 MB - - - - - 128 MB 0 - - - - - - - - - - X - - - - - - - - - Y 0 0 1 Broadcom 63268E Y 0 0 0 1 (p) N 0 0 0 N 0 0 0 0 0 0 3 2 Y AP860VAE BGN E I Y N N N

C867VAE-W-A-K9 Cisco 860VAE Series Integrated Services Router with WiFi c860vaew-advsecurityk9-mz    15.3(3)M - X - 860 C860VAE-W 860-B Summer 2013 N 38.5 x 209 x 198 1.5 0 N 1 * USB2.0 Y 512 MB - - - - - 128 MB 0 - - - - - - - - - - X - - - - - - - - - Y 0 0 1 Broadcom 63268E Y 0 0 0 1 (p) N 0 0 0 N 0 0 0 0 0 0 3 2 Y AP860VAE BGN A I Y N N N

C867VAE-POE-W-A-K9 Cisco 860VAE Series Integrated Services Router with WiFi c860vaew-advsecurityk9-mz    15.3(3)M - X - 860 C860VAE-W 860-B Summer 2013 N 38.5 x 209 x 198 1.5 0 N 1 * USB2.0 Y 512 MB - - - - - 128 MB 1 - - - - - - - - - - - X - - - - X - - - Y 0 0 1 Broadcom 63268E Y 0 0 0 1 (p) N 0 0 0 N 0 0 0 0 0 0 3 2 Y AP860VAE BGN A I Y N N N

CISCO881-K9 Cisco 881 Ethernet Sec Router  C880data-universalk9-mz 12.4(20)T - D X 880 CISCO880 880-A 17/Jun/08 N 30/Jun/2014 48 x 325 x 249 2.5 0 N 1 * USB 1.1 N 256 MB X X X - - 128 MB 2 X - - - - - - - - - - X - - - - & - & - Y 0 1 0 N/A N 0 0 0 0 0 N 0 0 0 N 0 0 0 0 0 0 4 0 N N N

CISCO881-SEC-K9    Cisco 881 Ethernet Sec Router w/ Adv IP Services C880data-universalk9-mz 12.4(20)T - - X 880 CISCO880 880-A 3/Oct/08 N 30/Jun/2014 48 x 325 x 249 2.5 0 N 1 * USB 1.1 N 256 MB X X X - - 128 MB 2 X - - - - - - - - - - X - - - - & - & - Y 0 1 0 N/A N 0 0 0 0 0 N 0 0 0 N 0 0 0 0 0 0 4 0 N N N

C881-K9 Cisco 881 Ethernet Sec Router c800-universalk9-mz 15.4(1)T/15.3.3M2 (TBD) - D X 880 C880 880-C Early 2014 N 48 x 325 x 264 2.5 0 Y 1 * USB 2.0 Y 1024 MB - - - - - 256 MB 2 - X - - - - - - - - X - - - - - X - - - Y 0 1 0 N/A N 0 0 0 0 0 N 0 0 0 N 0 0 0 0 0 0 4 0 N N N

CISCO881W-GN-A-K9 Cisco 881 Ethernet Sec Router 802.11n FCC Comp C880data-universalk9-mz 12.4(20)T - D X 880 CISCO880W 880-A 26/Jul/08 Y 11/Dec/2012 48 x 325 x 264 2.5 1 N 1 * USB 1.1 N 256 MB X X X - - 128 MB 2 X - - - - - - - - - - X - - - - & - & - Y 0 1 0 N/A N 0 0 0 0 0 N 0 0 0 N 0 0 0 0 0 0 4 0 Y AP801 GN A E Y Y N N

CISCO881W-GN-E-K9 Cisco 881 Ethernet Sec Router 802.11n ETSI Comp C880data-universalk9-mz 12.4(20)T - D X 880 CISCO880W 880-A 14/Jul/08 Y 11/Dec/2012 48 x 325 x 264 2.5 1 N 1 * USB 1.1 N 256 MB X X X - - 128 MB 2 X - - - - - - - - - - X - - - - & - & - Y 0 1 0 N/A N 0 0 0 0 0 N 0 0 0 N 0 0 0 0 0 0 4 0 Y AP801 GN E E Y Y N N

CISCO881W-GN-P-K9 Cisco 881 Ethernet Sec Router 802.11n Japan Comp C880data-universalk9-mz 12.4(20)T - D X 880 CISCO880W 880-A 29/Jul/08 Y 11/Dec/2012 48 x 325 x 264 2.5 1 N 1 * USB 1.1 N 256 MB X X X - - 128 MB 2 X - - - - - - - - - - X - - - - & - & - Y 0 1 0 N/A N 0 0 0 0 0 N 0 0 0 N 0 0 0 0 0 0 4 0 Y AP801 GN P E Y Y N N

CISCO881C-K9 Cisco 881 Ethernet Security Router China C880data-universalk9-mz 12.4(20)T - D X 880 CISCO880 880-A 18/Feb/10 Y 2/Jul/2012 48 x 325 x 249 2.5 0 N 1 * USB 1.1 N 256 MB X X X - - 128 MB 2 X - - - - - - - - - - X - - - - & - & - Y 0 1 0 N/A N 0 0 0 0 0 N 0 0 0 N 0 0 0 0 0 0 4 0 N N N

CISCO881C-W-E-K9 Cisco 881 Ethernet Security Router 802.11n China Compliant C880data-universalk9-mz 12.4(20)T - D X 880 CISCO880W 880-A 29/Nov/10 Y 2/Jul/2012 48 x 325 x 264 2.5 1 N 1 * USB 1.1 N 256 MB X X X - - 128 MB 2 X - - - - - - - - - - X - - - - & - & - Y 0 1 0 N/A N 0 0 0 0 0 N 0 0 0 N 0 0 0 0 0 0 4 0 Y AP801 GN E E Y Y N N

CISCO881GC-K9 Cisco 881 Ethernet Security Router with 3G China C880data-universalk9-mz 12.4(20)T - - X 880 CISCO880 880-A 13/May/10 Y 2/Jul/2012 48 x 325 x 249 2.5 0 N 1 * USB 1.1 N 256 MB X X X - - 128 MB 2 X - - - - - - - - - - X - - - - & - & - Y 0 1 0 N/A N 0 0 0 0 0 N 0 0 0 N 0 0 0 0 0 0 4 0 N Y On PCEX card N

CISCO881GC-W-E-K9    Cisco 881 Ethernet Security Router 3G, 802.11n China Comp C880data-universalk9-mz 12.4(20)T - - X 880 CISCO880W 880-A 2/Jul/10 Y 2/Jul/2012 48 x 325 x 264 2.5 1 N 1 * USB 1.1 N 256 MB X X X - - 128 MB 2 X - - - - - - - - - - X - - - - & - & - Y 0 1 0 N/A N 0 0 0 0 0 N 0 0 0 N 0 0 0 0 0 0 4 0 Y AP801 GN E E Y Y Y On PCEX card N

C881SRST-K9 Cisco SRST881 ENet FXS - FXO Sec Router C880voice-universalk9-mz 12.4(20)T - - X 880 CISCO880SRST 880-A 26/Nov/08 Y 5/Feb/2013 48 x 325 x 249 2.5 1 N 1 * USB 1.1 N 256 MB D X X - - 256 MB 2 X - - - - - - - - - - X - - - - & - & - Y 0 1 0 N/A N 0 0 0 0 0 N 0 0 0 N 0 0 0 0 0 0 4 0 N N Y 4 1 0 Y N N

C881SRSTW-GN-A-K9 Cisco SRST881 ENet FXS - FXO Sec Router 802.11n FCC Comp C880voice-universalk9-mz 12.4(20)T - - X 880 CISCO880SRSTW 880-A 11/Nov/08 Y 5/Feb/2013 48 x 325 x 264 2.5 2 N 1 * USB 1.1 N 256 MB D X X - - 256 MB 2 X - - - - - - - - - - X - - - - & - & - Y 0 1 0 N/A N 0 0 0 0 0 N 0 0 0 N 0 0 0 0 0 0 4 0 Y AP801 GN A E Y Y N Y 4 1 0 Y N N

C881SRSTW-GN-E-K9 Cisco SRST881 ENet FXS - FXO Sec Router 802.11n ETSI Comp C880voice-universalk9-mz 12.4(20)T - - X 880 CISCO880SRSTW 880-A 28/Nov/08 Y 5/Feb/2013 48 x 325 x 264 2.5 2 N 1 * USB 1.1 N 256 MB D X X - - 256 MB 2 X - - - - - - - - - - X - - - - & - & - Y 0 1 0 N/A N 0 0 0 0 0 N 0 0 0 N 0 0 0 0 0 0 4 0 Y AP801 GN E E Y Y N Y 4 1 0 Y N N

CISCO881G-K9 Cisco 881G Ethernet Sec Router w/ 3G B/U C880data-universalk9-mz 12.4(20)T - - X 880 CISCO880G 880-A 29/Oct/08 Y 10/Oct/2012 48 x 325 x 249 2.5 0 N 1 * USB 1.1 N 256 MB X X X - - 128 MB 2 X - - - - - - - - - - X - - - - & - & - Y 0 1 0 N/A N 0 0 0 0 0 N 0 0 0 N 0 0 0 0 0 0 4 0 N Y On PCEX card N

CISCO881G-S-K9 881G FE Sec Router bundle with Adv IP Serv, 3G Sprint C880data-universalk9-mz 12.4(20)T - - X 880 CISCO880G 880-A 8/Apr/09 Y 14/Apr/2012 48 x 325 x 249 2.5 0 N 1 * USB 1.1 N 256 MB X X X - - 128 MB 2 X - - - - - - - - - - X - - - - & - & - Y 0 1 0 N/A N 0 0 0 0 0 N 0 0 0 N 0 0 0 0 0 0 4 0 N Y EM597e G N

CISCO881G-V-K9 881G FE Sec Router bundle with Adv IP Serv, 3G Verizon C880data-universalk9-mz 12.4(20)T - - X 880 CISCO880G 880-A 13/Apr/09 Y 14/Apr/2012 48 x 325 x 249 2.5 0 N 1 * USB 1.1 N 256 MB X X X - - 128 MB 2 X - - - - - - - - - - X - - - - & - & - Y 0 1 0 N/A N 0 0 0 0 0 N 0 0 0 N 0 0 0 0 0 0 4 0 N Y EM597e G N

CISCO881G-A-K9 881G FE Sec Router with Adv IP Serv, 3G N. America GSM/HSPA C880data-universalk9-mz 12.4(20)T - - X 880 CISCO880G 880-A 27/Mar/09 Y 11/Feb/2013 48 x 325 x 249 2.5 0 N 1 * USB 1.1 N 256 MB X X X - - 128 MB 2 X - - - - - - - - - - X - - - - & - & - Y 0 1 0 N/A N 0 0 0 0 0 N 0 0 0 N 0 0 0 0 0 0 4 0 N Y EM597e G N

CISCO881G-G-K9 881G FE Sec Router with Adv IP Serv, 3G Global GSM/HSPA C880data-universalk9-mz 12.4(20)T - - X 880 CISCO880G 880-A 9/Apr/09 Y 10/Oct/2012 48 x 325 x 249 2.5 0 N 1 * USB 1.1 N 256 MB X X X - - 128 MB 2 X - - - - - - - - - - X - - - - & - & - Y 0 1 0 N/A N 0 0 0 0 0 N 0 0 0 N 0 0 0 0 0 0 4 0 N Y On PCEX card N

CISCO881GW-GN-A-K9 Cisco 881G Ethernet Sec Router w/ 3G B/U 802.11n FCC Comp C880data-universalk9-mz 12.4(20)T - - X 880 CISCO880GW 880-A 16/Dec/08 Y 24/Oct/2013 48 x 325 x 264 2.5 1 N 1 * USB 1.1 N 256 MB X X X - - 128 MB 2 X - - - - - - - - - - X - - - - & - & - Y 0 1 0 N/A N 0 0 0 0 0 N 0 0 0 N 0 0 0 0 0 0 4 0 Y AP801 GN A E Y Y Y On PCEX card N

CISCO881GW-GN-E-K9 Cisco 881G Ethernet Sec Router w/ 3G B/U 802.11n ETSI Comp C880data-universalk9-mz 12.4(20)T - - X 880 CISCO880GW 880-A 3/Nov/08 Y 24/Oct/2013 48 x 325 x 264 2.5 1 N 1 * USB 1.1 N 256 MB X X X - - 128 MB 2 X - - - - - - - - - - X - - - - & - & - Y 0 1 0 N/A N 0 0 0 0 0 N 0 0 0 N 0 0 0 0 0 0 4 0 Y AP801 GN E E Y Y Y On PCEX card N

C881W-A-K9 Cisco 881 Eth Sec Router with 802.11n FCC Compliant  c800-universalk9-mz 15.1(3)T - D X 880 C880W 880-B 27/Oct/11 N 48 x 325 x 264 2.5 0 Y 1 * USB 1.1 Y 512 MB - - - - - 256 MB 2 - X - - - - - - - - X - - - - - X - - - Y 0 1 0 N/A N 0 0 0 0 0 N 0 0 0 N 0 0 0 0 0 0 4 0 Y AP802 GN A I Y Y N N

C881W-E-K9 Cisco 881 Eth Sec Router with 802.11n ETSI Compliant  c800-universalk9-mz 15.1(3)T - D X 880 C880W 880-B 10/Oct/11 N 48 x 325 x 264 2.5 0 Y 1 * USB 1.1 Y 512 MB - - - - - 256 MB 2 - X - - - - - - - - X - - - - - X - - - Y 0 1 0 N/A N 0 0 0 0 0 N 0 0 0 N 0 0 0 0 0 0 4 0 Y AP802 GN E I Y Y N N

C881W-P-K9 Cisco 881 Eth Sec Router with 802.11n Japan Compliant  c800-universalk9-mz 15.1(3)T - D X 880 C880W 880-B 22/Feb/12 N 48 x 325 x 264 2.5 0 Y 1 * USB 1.1 Y 512 MB - - - - - 256 MB 2 - X - - - - - - - - X - - - - - X - - - Y 0 1 0 N/A N 0 0 0 0 0 N 0 0 0 N 0 0 0 0 0 0 4 0 Y AP802 GN P I Y Y N N

C881-CUBE-K9 C881 FE Secure Router with CUBE  C880voice-universalk9-mz 15.1(4)M - - X 880 CISCO880CUBE 880-A 18/Aug/11 N 21/May/2014 48 x 325 x 249 2.5 0 N 1 * USB 1.1 N 256 MB D X X - - 256 MB 2 X - - - - - - - - - - X - - - - & - & - Y 0 1 0 N/A N 0 0 0 0 0 N 0 0 0 N 0 0 0 0 0 0 4 0 N N Y 0 0 0 N N Y

C881-V-K9 Cisco881, FE WAN, 4 FXS, 2BRI ,1FXO  C880voice-universalk9-mz 15.1(4)M - - X 880 CISCO880V 880-A 27/Dec/11 N 48 x 325 x 249 2.5 1 N 1 * USB 1.1 N 256 MB D X X - - 256 MB 2 X - - - - - - - - - - X - - - - & - & - Y 0 1 0 N/A N 0 0 0 0 0 N 0 0 0 N 0 0 0 0 0 0 4 0 N N Y 4 1 2 L L L

C881G-U-K9 C881 3.5G (Non-US) HSPA/UMTS 850/900/1900/2100MHz w/ SMS/GPS C880data-universalk9-mz 15.1(4)M - - X 880 C880G 880-A 3/Aug/11 N 48 x 325 x 249 2.5 0 N 1 * USB 1.1 Y 512 MB - - - X - 256 MB 2 X - - - - - - - - - - X - - - - & - & - Y 0 1 0 N/A N 0 0 0 0 0 N 0 0 0 N 0 0 0 0 0 0 4 0 N Y MC8795V G Y N N N Y Y N N

C881G-S-K9 C881 3G Sprint EV-DO Rev A/0/1xRTT 800/1900MHz w/ SMS/GPS C880data-universalk9-mz 15.1(4)M - - X 880 C880G 880-A 7/Nov/11 N 48 x 325 x 249 2.5 0 N 1 * USB 1.1 Y 512 MB - - - X - 256 MB 2 X - - - - - - - - - - X - - - - & - & - Y 0 1 0 N/A N 0 0 0 0 0 N 0 0 0 N 0 0 0 0 0 0 4 0 N Y MC5728V S N N Y N N Y N N

C881G-V-K9 C881 3G Verizon EV-DO Rev A/0/1xRTT 800/1900MHz w/ SMS/GPS C880data-universalk9-mz 15.1(4)M - - X 880 C880G 880-A 1/Sep/11 N 48 x 325 x 249 2.5 0 N 1 * USB 1.1 Y 512 MB - - - X - 256 MB 2 X - - - - - - - - - - X - - - - & - & - Y 0 1 0 N/A N 0 0 0 0 0 N 0 0 0 N 0 0 0 0 0 0 4 0 N Y MC5728V V N N Y N N Y N N

C881G-B-K9 C881 3G Bharat EV-DO Rev A/0/1xRTT 800/1900MHz w/ SMS/GPS  C880data-universalk9-mz 15.1(4)M - - X 880 C880G 880-A 11/Dec/11 N 48 x 325 x 249 2.5 0 N 1 * USB 1.1 Y 512 MB - - - X - 256 MB 2 X - - - - - - - - - - X - - - - & - & - Y 0 1 0 N/A N 0 0 0 0 0 N 0 0 0 N 0 0 0 0 0 0 4 0 N Y MC5728V B N N Y N N Y N N

C881G+7-K9 WAN FE (non-US) 3.7G HSPA+ R7 w/ SMS/GPS (MC8705) C880data-universalk9-mz 15.1(4)M - - X 880 C880G 880-A 8/Sep/11 N 48 x 325 x 249 2.5 0 N 1 * USB 1.1 Y 512 MB - - - X - 256 MB 2 X - - - - - - - - - - X - - - - & - & - Y 0 1 0 N/A N 0 0 0 0 0 N 0 0 0 N 0 0 0 0 0 0 4 0 N Y MC8705 G Y Y N N Y Y N N

C881G+7-A-K9 C881 (North America) WAN FE 3.7G HSPA+ R7 w/ SMS/GPS C880data-universalk9-mz 15.1(4)M - - X 880 C880G 880-A 24/Jul/12 N 48 x 325 x 249 2.5 0 N 1 * USB 1.1 Y 512 MB - - - X - 256 MB 2 X - - - - - - - - - - X - - - - & - & - Y 0 1 0 N/A N 0 0 0 0 0 N 0 0 0 N 0 0 0 0 0 0 4 0 N Y MC8705 G Y Y N N Y Y N N

C881GW+7-A-K9 Router w/ WAN FE and 3.7G HSPA+ (NA) w/ Dual Radio FCC c800-universalk9-mz 15.2(4)M1 - - X 880 C880GW 880-B 28/Dec/12 N 48 x 325 x 264 2.5 0 Y 1 * USB 1.1 Y 512 MB - - - - - 256 MB 2 - X - - - - - - - - X - - - - - X - - - Y 0 1 0 N/A N 0 0 0 0 0 N 0 0 0 N 0 0 0 0 0 0 4 0 Y AP802 AGN A I Y Y Y MC8705 G Y Y N N Y Y N N

C881GW+7-E-K9 Router w/ WAN FE and 3.7G HSPA+ (non-US) w/ Dual Radio ETSI  c800-universalk9-mz 15.2(4)M1 - - X 880 C880GW 880-B 22/Dec/12 N 48 x 325 x 264 2.5 0 Y 1 * USB 1.1 Y 512 MB - - - - - 256 MB 2 - X - - - - - - - - X - - - - - X - - - Y 0 1 0 N/A N 0 0 0 0 0 N 0 0 0 N 0 0 0 0 0 0 4 0 Y AP802 AGN E I Y Y Y MC8705 G Y Y N N Y Y N N

C881GW-S-A-K9 Router w/ WAN FE and 3G EV-DO Rev A for Sprint w/ Dual Radio  c800-universalk9-mz 15.2(4)M1 - - X 880 C880GW 880-B N 48 x 325 x 264 2.5 0 Y 1 * USB 1.1 Y 512 MB - - - - - 256 MB 2 - X - - - - - - - - X - - - - - X - - - Y 0 1 0 N/A N 0 0 0 0 0 N 0 0 0 N 0 0 0 0 0 0 4 0 Y AP802 AGN A I Y Y Y MC5728V S N N Y N N Y N N

C881GW-V-A-K9 Router w/ WAN FE and 3G EV-DO Rev A for Verizon w/Dual Radio c800-universalk9-mz 15.2(4)M1 - - X 880 C880GW 880-B 22/Jan/13 N 48 x 325 x 264 2.5 0 Y 1 * USB 1.1 Y 512 MB - - - - - 256 MB 2 - X - - - - - - - - X - - - - - X - - - Y 0 1 0 N/A N 0 0 0 0 0 N 0 0 0 N 0 0 0 0 0 0 4 0 Y AP802 AGN A I Y Y Y MC5728V V N N Y N N Y N N

C881WD-A-K9 C881 Secure Router WAN FE w/ Dual Radio FCC WLAN c800-universalk9-mz 15.2(4)M1 - D X 880 C880W 880-B 11/Jan/13 N 48 x 325 x 264 2.5 0 Y 1 * USB 1.1 Y 512 MB - - - - - 256 MB 2 - X - - - - - - - - X - - - - - X - - - Y 0 1 0 N/A N 0 0 0 0 0 N 0 0 0 N 0 0 0 0 0 0 4 0 Y AP802 AGN A I Y Y N N

C881WD-E-K9 C881 Secure Router WAN FE w/ Dual Radio ETSI WLAN c800-universalk9-mz 15.2(4)M1 - D X 880 C880W 880-B 3/Jan/13 N 48 x 325 x 264 2.5 0 Y 1 * USB 1.1 Y 512 MB - - - - - 256 MB 2 - X - - - - - - - - X - - - - - X - - - Y 0 1 0 N/A N 0 0 0 0 0 N 0 0 0 N 0 0 0 0 0 0 4 0 Y AP802 AGN E I Y Y N N

CISCO886-K9 Cisco 886 ADSL2/2+ AnnexB Router C880data-universalk9-mz 12.4(22)YB3 - D X 880 CISCO880 880-A 14/Oct/09 Y 20/Dec/2011 48 x 325 x 249 2.5 0 N 1 * USB 1.1 N 256 MB X X X - - 128 MB 2 X - - - - - - - - - - X - - - - & - & - N 0 0 0 ST Micro 20190P N 0 0 0 0 0 Y 1 0 0 N 0 0 0 0 1 0 4 0 N N N

CISCO886-SEC-K9 Cisco 886 ADSL2/2+ AnnexB Sec Router w/ Adv IP C880data-universalk9-mz 12.4(22)YB3 - - X 880 CISCO880 880-A 30/Dec/09 Y 20/Dec/2011 48 x 325 x 249 2.5 0 N 1 * USB 1.1 N 256 MB X X X - - 128 MB 2 X - - - - - - - - - - X - - - - & - & - N 0 0 0 ST Micro 20190P N 0 0 0 0 0 Y 1 0 0 N 0 0 0 0 1 0 4 0 N N N

CISCO886W-GN-E-K9 Cisco 886 ADSL2/2+ Annex B Router w/ 802.11n ETSI Comp C880data-universalk9-mz 12.4(22)YB3 - D X 880 CISCO880W 880-A 24/Oct/09 Y 20/Dec/2011 48 x 325 x 264 2.5 1 N 1 * USB 1.1 N 256 MB X X X - - 128 MB 2 X - - - - - - - - - - X - - - - & - & - N 0 0 0 ST Micro 20190P N 0 0 0 0 0 Y 1 0 0 N 0 0 0 0 1 0 4 0 Y AP801 GN E E Y Y N N

CISCO886G-K9 886G ADSL2/2+ AnnexB Sec Router w/ Adv IP, 3G Global GSM/HSPA C880data-universalk9-mz 12.4(22)YB3 - - X 880 CISCO880G 880-A 24/Nov/09 Y 20/Dec/2011 48 x 325 x 249 2.5 0 N 1 * USB 1.1 N 256 MB X X X - - 128 MB 2 X - - - - - - - - - - X - - - - & - & - N 0 0 0 ST Micro 20190P N 0 0 0 0 0 Y 1 0 0 N 0 0 0 0 0 0 4 0 N Y On PCEX card N

CISCO886GW-GN-E-K9 Cisco 886 ADSL2/2+ Annex B Router w/ 3G 802.11n ETSI C880data-universalk9-mz 12.4(22)YB3 - - X 880 CISCO880GW 880-A 9/Dec/09 Y 20/Dec/2011 48 x 325 x 264 2.5 1 N 1 * USB 1.1 N 256 MB X X X - - 128 MB 2 X - - - - - - - - - - X - - - - & - & - N 0 0 0 ST Micro 20190P N 0 0 0 0 0 Y 1 0 0 N 0 0 0 0 0 0 4 0 Y AP801 GN E E Y Y Y On PCEX card N

C886SRST-K9 Cisco 886 ADSL2/2+ Annex B Router w/ SRST FXS/BRI C880voice-universalk9-mz 12.4(22)YB3 - - X 880 CISCO880SRST 880-A 30/Mar/12 Y 5/Feb/2013 48 x 325 x 249 2.5 1 N 1 * USB 1.1 N 256 MB D X X - - 256 MB 2 X - - - - - - - - - - X - - - - & - & - N 0 0 0 ST Micro 20190P N 0 0 0 0 0 Y 1 0 0 N 0 0 0 0 0 0 4 0 N N Y 4 0 1 Y N N

C886SRSTW-GN-E-K9 Cisco 886 ADSL2/2+ Annex B Router w/ CME/SRST 802.11n ETSI C880voice-universalk9-mz 12.4(22)YB3 - - X 880 CISCO880SRSTW 880-A Y 5/Feb/2013 48 x 325 x 264 2.5 2 N 1 * USB 1.1 N 256 MB D X X - - 256 MB 2 X - - - - - - - - - - X - - - - & - & - N 0 0 0 ST Micro 20190P N 0 0 0 0 0 Y 1 0 0 N 0 0 0 0 0 0 4 0 Y AP801 GN E E Y Y N Y 4 0 1 Y N N

CISCO886VA-K9 Cisco 886 VDSL/ADSL over ISDN Multi-mode Router  C880data-universalk9-mz 15.1(2)T - D X 880 CISCO880VA 880-A 30/Sep/10 N 30/Jun/2014 48 x 325 x 249 2.5 1 N 1 * USB 1.1 N 256 MB X X X - - 128 MB 2 X - - - - - - - - - - X - - - - & - & - N 0 0 0 Broadcom 6368 N 0 0 0 0 0 Y 0 1 (p) N 0 0 0 0 1 0 4 0 N N N

CISCO886VA-SEC-K9 Cisco 886 VDSL/ADSL over ISDN Multi-mode Router w/ Adv IP  C880data-universalk9-mz 15.1(2)T - - X 880 CISCO880VA 880-A 1/Oct/10 N 30/Jun/2014 48 x 325 x 249 2.5 1 N 1 * USB 1.1 N 256 MB X X X - - 128 MB 2 X - - - - - - - - - - X - - - - & - & - N 0 0 0 Broadcom 6368 N 0 0 0 0 0 Y 0 1 (p) N 0 0 0 0 1 0 4 0 N N N

C886VA-W-E-K9 Cisco 886VA VDSL2/ADSL2+ over ISDN W/ 802.11n ETSI Comp  c800-universalk9-mz 15.1(3)T - D X 880 C880VA-W 880-B 16/Jan/12 N 48 x 325 x 264 2.5 0 Y 1 * USB 1.1 Y 512 MB - - - - - 256 MB 2 - X - - - - - - - - X - - - - - X - - - N 0 0 0 Broadcom 6368 N 0 0 0 0 0 Y 0 1 (p) N 0 0 0 0 1 0 4 0 Y AP802 GN E I Y Y N N

C886VA-CUBE-K9 C886 Multi mode VDSL/ADSL over ISDN Secure Router with CUBE C880voice-universalk9-mz 15.1(4)M - - X 880 CISCO880VA-CUBE 880-A 31/Aug/11 N 21/May/2014 48 x 325 x 249 2.5 1 N 1 * USB 1.1 N 256 MB D X X - - 256 MB 2 X - - - - - - - - - - X - - - - & - & - N 0 0 0 Broadcom 6368 N 0 0 0 0 0 Y 0 1 (p) N 0 0 0 0 1 0 4 0 N N Y 0 0 0 N N Y

CISCO886VA-J-K9 Cisco 886VA Annex J router with VDSL2/ADSL2+ over ISDN  C880data-universalk9-mz 15.1(4)M - D X 880 CISCO880VA 880-A 31/Jul/12 N 30/Jun/2014 48 x 325 x 249 2.5 1 N 1 * USB 1.1 N 256 MB X X X - - 128 MB 2 X - - - - - - - - - - X - - - - & - & - N 0 0 0 Broadcom 6368 N 0 0 0 0 0 Y 0 (p) 1 N 0 0 0 0 0 0 4 0 N N N

C886VAG+7-K9 VDSL2/ADSL2+ over ISDN (non-US) 3.7G HSPA+ R7 w/ SMS/GPS C880data-universalk9-mz 15.1(4)M - - X 880 C880VA-G 880-A 8/Sep/11 N 48 x 325 x 249 2.5 1 N 1 * USB 1.1 Y 512 MB - - - X - 256 MB 2 X - - - - - - - - - - X - - - - & - & - N 0 0 0 Broadcom 6368 N 0 0 0 0 0 Y 0 1 (p) N 0 0 0 0 0 0 4 0 N Y MC8705 G Y Y N N Y Y N N

C886VA-K9 Cisco 886 VDSL/ADSL over ISDN Multi-mode Router c800-universalk9-mz 15.4(1)T/15.3.3M2 (TBD) - D X 880 C880VA 880-C Early 2014 N 48 x 325 x 264 2.5 0 Y 1 * USB 2.0 Y 1024 MB - - - - - 256 MB 2 - X - - - - - - - - X - - - - - X - - - N 0 0 0 Broadcom 6368 N 0 0 0 0 0 Y 0 1 (p) N 0 0 0 0 1 0 4 0 N N N

C886VAJ-K9 Cisco 886 VDSL/ADSL Annex J over ISDN Multi-mode Router  c800-universalk9-mz 15.4(1)T/15.3.3M2 (TBD) - D X 880 C880VA 880-C Early 2014 N 48 x 325 x 264 2.5 0 Y 1 * USB 2.0 Y 1024 MB - - - - - 256 MB 2 - X - - - - - - - - X - - - - - X - - - N 0 0 0 Broadcom 6368 N 0 0 0 0 0 Y 0 (p) 1 N 0 0 0 0 1 0 4 0 N N N

CISCO887-K9 Cisco 887 ADSL2/2+ Annex A Router C880data-universalk9-mz 12.4(22)YB3 - D X 880 CISCO880 880-A 30/Oct/09 Y 20/Dec/2011 48 x 325 x 249 2.5 0 N 1 * USB 1.1 N 256 MB X X X - - 128 MB 2 X - - - - - - - - - - X - - - - & - & - N 0 0 0 ST Micro 20190P Y 1 0 0 0 0 N 0 0 0 N 0 0 0 0 1 0 4 0 N N N

CISCO887-SEC-K9 Cisco 887 ADSL2/2+ Annex A Sec Router w/ Adv IP C880data-universalk9-mz 12.4(22)YB3 - - X 880 CISCO880 880-A 30/Oct/09 Y 20/Dec/2011 48 x 325 x 249 2.5 0 N 1 * USB 1.1 N 256 MB X X X - - 128 MB 2 X - - - - - - - - - - X - - - - & - & - N 0 0 0 ST Micro 20190P Y 1 0 0 0 0 N 0 0 0 N 0 0 0 0 1 0 4 0 N N N

CISCO887W-GN-A-K9 Cisco 887 ADSL2/2+ Annex A Router 802.11n FCC Comp C880data-universalk9-mz 12.4(22)YB3 - D X 880 CISCO880W 880-A 16/Nov/09 Y 20/Dec/2011 48 x 325 x 264 2.5 1 N 1 * USB 1.1 N 256 MB X X X - - 128 MB 2 X - - - - - - - - - - X - - - - & - & - N 0 0 0 ST Micro 20190P Y 1 0 0 0 0 N 0 0 0 N 0 0 0 0 1 0 4 0 Y AP801 GN A E Y Y N N

CISCO887W-GN-E-K9 Cisco 887 ADSL2/2+ Annex A Router 802.11n ETSI Comp C880data-universalk9-mz 12.4(22)YB3 - D X 880 CISCO880W 880-A 12/Nov/09 Y 20/Dec/2011 48 x 325 x 264 2.5 1 N 1 * USB 1.1 N 256 MB X X X - - 128 MB 2 X - - - - - - - - - - X - - - - & - & - N 0 0 0 ST Micro 20190P Y 1 0 0 0 0 N 0 0 0 N 0 0 0 0 1 0 4 0 Y AP801 GN E E Y Y N N

CISCO887M-K9 Cisco 887 ADSL2/2+ Annex M Router C880data-universalk9-mz 12.4(22)YB3 - D X 880 CISCO880 880-A 30/Oct/09 Y 15/Jun/2012 48 x 325 x 249 2.5 0 N 1 * USB 1.1 N 256 MB X X X - - 128 MB 2 X - - - - - - - - - - X - - - - & - & - N 0 0 0 ST Micro 20190P Y 0 1 0 0 0 N 0 0 0 N 0 0 0 0 1 0 4 0 N N N

CISCO887MW-GN-E-K9 Cisco 887 ADSL2/2+ Annex M Router 802.11n ETSI Comp C880data-universalk9-mz 12.4(22)YB3 - D X 880 CISCO880W 880-A 7/Dec/09 Y 20/Dec/2011 48 x 325 x 264 2.5 1 N 1 * USB 1.1 N 256 MB X X X - - 128 MB 2 X - - - - - - - - - - X - - - - & - & - N 0 0 0 ST Micro 20190P Y 0 1 0 0 0 N 0 0 0 N 0 0 0 0 1 0 4 0 Y AP801 GN E E Y Y N N

CISCO887G-K9 887G ADSL2/2+ AnnexA Sec Router w/ Ad.IP, 3G Global GSM/HSPA C880data-universalk9-mz 12.4(22)YB3 - - X 880 CISCO880G 880-A 6/Nov/09 Y 20/Dec/2011 48 x 325 x 249 2.5 0 N 1 * USB 1.1 N 256 MB X X X - - 128 MB 2 X - - - - - - - - - - X - - - - & - & - N 0 0 0 ST Micro 20190P Y 1 0 0 0 0 N 0 0 0 N 0 0 0 0 0 0 4 0 N Y On PCEX card N

CISCO887GW-GN-A-K9 Cisco 887 ADSL2/2+ Annex A Router w/ 3G 802.11n FCC Comp C880data-universalk9-mz 12.4(22)YB3 - - X 880 CISCO880GW 880-A 20/Nov/09 Y 20/Dec/2011 48 x 325 x 264 2.5 1 N 1 * USB 1.1 N 256 MB X X X - - 128 MB 2 X - - - - - - - - - - X - - - - & - & - N 0 0 0 ST Micro 20190P Y 1 0 0 0 0 N 0 0 0 N 0 0 0 0 0 0 4 0 Y AP801 GN A E Y Y Y On PCEX card N

CISCO887GW-GN-E-K9 Cisco 887 ADSL2/2+ Annex A Router w/ 3G 802.11n ETSI Comp C880data-universalk9-mz 12.4(22)YB3 - - X 880 CISCO880GW 880-A 11/Dec/09 Y 20/Dec/2011 48 x 325 x 264 2.5 1 N 1 * USB 1.1 N 256 MB X X X - - 128 MB 2 X - - - - - - - - - - X - - - - & - & - N 0 0 0 ST Micro 20190P Y 1 0 0 0 0 N 0 0 0 N 0 0 0 0 0 0 4 0 Y AP801 GN E E Y Y Y On PCEX card N

C887SRST-K9 Cisco 887 ADSL2/2+ Annex A Sec Router w/ SRST FXS/BRI C880voice-universalk9-mz 12.4(22)YB3 - - X 880 CISCO880SRST 880-A 19/Apr/10 Y 5/Feb/2013 48 x 325 x 249 2.5 1 N 1 * USB 1.1 N 256 MB D X X - - 256 MB 2 X - - - - - - - - - - X - - - - & - & - N 0 0 0 ST Micro 20190P Y 1 0 0 0 0 N 0 0 0 N 0 0 0 0 0 0 4 0 N N Y 4 0 1 Y N N

C887SRSTW-GN-A-K9 Cisco 887 ADSL2/2+ Annex A Sec Router SRST 802.11n FCC Comp C880voice-universalk9-mz 12.4(22)YB3 - - X 880 CISCO880SRSTW 880-A 25/Sep/10 Y 5/Feb/2013 48 x 325 x 264 2.5 2 N 1 * USB 1.1 N 256 MB D X X - - 256 MB 2 X - - - - - - - - - - X - - - - & - & - N 0 0 0 ST Micro 20190P Y 1 0 0 0 0 N 0 0 0 N 0 0 0 0 0 0 4 0 Y AP801 GN A E Y Y N Y 4 0 1 Y N N

C887SRSTW-GN-E-K9 Cisco 887 SRST ADSL2/2+ Annex A Sec Router 802.11n ETSI Comp C880voice-universalk9-mz 12.4(22)YB3 - - X 880 CISCO880SRSTW 880-A Y 5/Feb/2013 48 x 325 x 264 2.5 2 N 1 * USB 1.1 N 256 MB D X X - - 256 MB 2 X - - - - - - - - - - X - - - - & - & - N 0 0 0 ST Micro 20190P Y 1 0 0 0 0 N 0 0 0 N 0 0 0 0 0 0 4 0 Y AP801 GN E E Y Y N Y 4 0 1 Y N N

CISCO887V-K9 Cisco 887V VDSL2 over POTS Router w/ ISDN B/U C880data-universalk9-mz 12.4(24)T - D X 880 CISCO880 880-A 8/Jun/09 Y 6/Feb/2013 48 x 325 x 249 2.5 0 N 1 * USB 1.1 N 256 MB X X X - - 128 MB 2 X - - - - - - - - - - X - - - - & - & - N 0 0 0 Broadcom 6368 Y 0 0 1 0 0 N 0 0 0 N 0 0 0 0 1 0 4 0 N N N

CISCO887V-SEC-K9 Cisco 887V VDSL2 over POTS Sec Router w/ ISDN B/U C880data-universalk9-mz 12.4(24)T - - X 880 CISCO880 880-A 26/May/09 Y 6/Feb/2013 48 x 325 x 249 2.5 0 N 1 * USB 1.1 N 256 MB X X X - - 128 MB 2 X - - - - - - - - - - X - - - - & - & - N 0 0 0 Broadcom 6368 Y 0 0 1 0 0 N 0 0 0 N 0 0 0 0 1 0 4 0 N N N

CISCO887VW-GNA-K9 Cisco 887V VDSL2 Sec Router w/ 802.11n AP - FCC C880data-universalk9-mz 15.0(1)M - D X 880 CISCO880W 880-A 4/Mar/10 Y 6/Feb/2013 48 x 325 x 264 2.5 1 N 1 * USB 1.1 N 256 MB X X X - - 128 MB 2 X - - - - - - - - - - X - - - - & - & - N 0 0 0 Broadcom 6368 Y 0 0 1 0 0 N 0 0 0 N 0 0 0 0 1 0 4 0 Y AP801 GN A E Y Y N N

CISCO887VW-GNE-K9 Cisco 887V VDSL2 Sec Router w/ 802.11n AP - ETSI C880data-universalk9-mz 15.0(1)M - D X 880 CISCO880W 880-A 12/Feb/10 Y 6/Feb/2013 48 x 325 x 264 2.5 1 N 1 * USB 1.1 N 256 MB X X X - - 128 MB 2 X - - - - - - - - - - X - - - - & - & - N 0 0 0 Broadcom 6368 Y 0 0 1 0 0 N 0 0 0 N 0 0 0 0 1 0 4 0 Y AP801 GN E E Y Y N N

CISCO887VG-K9 Cisco 887V VDSL2 Sec Router w/ 3G B/U C880data-universalk9-mz 15.0(1)M - - X 880 CISCO880G 880-A 12/Feb/10 Y 6/Feb/2013 48 x 325 x 249 2.5 0 N 1 * USB 1.1 N 256 MB X X X - - 128 MB 2 X - - - - - - - - - - X - - - - & - & - N 0 0 0 Broadcom 6368 Y 0 0 1 0 0 N 0 0 0 N 0 0 0 0 0 0 4 0 N Y On PCEX card N

CISCO887VGW-GNA-K9 Cisco 887V VDSL2 Sec Router w/ 3G B/U and 802.11n AP - FCC C880data-universalk9-mz 15.0(1)M - - X 880 CISCO880GW 880-A 22/Nov/10 Y 24/Oct/2013 48 x 325 x 264 2.5 1 N 1 * USB 1.1 N 256 MB X X X - - 128 MB 2 X - - - - - - - - - - X - - - - & - & - N 0 0 0 Broadcom 6368 Y 0 0 1 0 0 N 0 0 0 N 0 0 0 0 0 0 4 0 Y AP801 GN A E Y Y Y On PCEX card N

CISCO887VGW-GNE-K9 Cisco 887V VDSL2 Sec Router w/ 3G B/U and 802.11n AP - ETSI C880data-universalk9-mz 15.0(1)M - - X 880 CISCO880GW 880-A 19/Apr/10 Y 24/Oct/2013 48 x 325 x 264 2.5 1 N 1 * USB 1.1 N 256 MB X X X - - 128 MB 2 X - - - - - - - - - - X - - - - & - & - N 0 0 0 Broadcom 6368 Y 0 0 1 0 0 N 0 0 0 N 0 0 0 0 0 0 4 0 Y AP801 GN E E Y Y Y On PCEX card N

C887VSRST-K9 Cisco 887V VDSL2 Sec Router w/ SRST C880voice-universalk9-mz 15.0(1)M - - X 880 CISCO880SRST 880-A Y 5/Feb/2013 48 x 325 x 249 2.5 1 N 1 * USB 1.1 N 256 MB D X X - - 256 MB 2 X - - - - - - - - - - X - - - - & - & - N 0 0 0 Broadcom 6368 Y 0 0 1 0 0 N 0 0 0 N 0 0 0 0 0 0 4 0 N N Y 4 0 1 Y N N

C887VSRSTW-GNA-K9 Cisco 887V VDSL2 Sec Router w/ SRST and 802.11n AP - FCC C880voice-universalk9-mz 15.0(1)M - - X 880 CISCO880SRSTW 880-A Y 5/Feb/2013 48 x 325 x 264 2.5 2 N 1 * USB 1.1 N 256 MB D X X - - 256 MB 2 X - - - - - - - - - - X - - - - & - & - N 0 0 0 Broadcom 6368 Y 0 0 1 0 0 N 0 0 0 N 0 0 0 0 0 0 4 0 Y AP801 GN A E Y Y N Y 4 0 1 Y N N

C887VSRSTW-GNE-K9 Cisco 887V VDSL2 Sec Router w/ SRST and 802.11n AP - ETSI C880voice-universalk9-mz 15.0(1)M - - X 880 CISCO880SRSTW 880-A Y 5/Feb/2013 48 x 325 x 264 2.5 2 N 1 * USB 1.1 N 256 MB D X X - - 256 MB 2 X - - - - - - - - - - X - - - - & - & - N 0 0 0 Broadcom 6368 Y 0 0 1 0 0 N 0 0 0 N 0 0 0 0 0 0 4 0 Y AP801 GN E E Y Y N Y 4 0 1 Y N N

CISCO887VA-K9 Cisco 887 VDSL/ADSL over POTS Multi-mode Router C880data-universalk9-mz 15.1(2)T - D X 880 CISCO880VA 880-A 29/Sep/10 N 30/Jun/2014 48 x 325 x 249 2.5 1 N 1 * USB 1.1 N 256 MB X X X - - 128 MB 2 X - - - - - - - - - - X - - - - & - & - N 0 0 0 Broadcom 6368 Y 0 0 0 1 (p) N 0 0 0 N 0 0 0 0 0 0 4 0 N N N

CISCO887VA-SEC-K9 Cisco 887 VDSL/ADSL over POTS Multi-mode Router w/ Adv IP  C880data-universalk9-mz 15.1(2)T - D X 880 CISCO880VA 880-A 29/Sep/10 N 30/Jun/2014 48 x 325 x 249 2.5 1 N 1 * USB 1.1 N 256 MB X X X - - 128 MB 2 X - - - - - - - - - - X - - - - & - & - N 0 0 0 Broadcom 6368 Y 0 0 0 1 (p) N 0 0 0 N 0 0 0 0 0 0 4 0 N N N

CISCO887VA-M-K9 Cisco 887 VDSL/ADSL Annex M over POTS Multi-mode Router  C880data-universalk9-mz 15.1(2)T - D X 880 CISCO880VA 880-A 15/Nov/10 N 30/Jun/2014 48 x 325 x 249 2.5 1 N 1 * USB 1.1 N 256 MB X X X - - 128 MB 2 X - - - - - - - - - - X - - - - & - & - N 0 0 0 Broadcom 6368 Y 0 0 0 (p) 1 N 0 0 0 N 0 0 0 0 0 0 4 0 N N N

C887VAM-W-E-K9 Cisco 887VA Annex M router with 802.11n ETSI Compliant  c800-universalk9-mz 15.1(3)T - D X 880 C880VA-W 880-B 20/Sep/11 N 48 x 325 x 264 2.5 0 Y 1 * USB 1.1 Y 512 MB - - - - - 256 MB 2 - X - - - - - - - - X - - - - - X - - - N 0 0 0 Broadcom 6368 Y 0 0 0 (p) 1 N 0 0 0 N 0 0 0 0 0 0 4 0 Y AP802 GN E I Y Y N N

C887VA-W-A-K9 Cisco 887VA VDSL2/ADSL2+ over POTS W/ 802.11n FCC Comp  c800-universalk9-mz 15.1(3)T - D X 880 C880VA-W 880-B 30/Sep/11 N 48 x 325 x 264 2.5 0 Y 1 * USB 1.1 Y 512 MB - - - - - 256 MB 2 - X - - - - - - - - X - - - - - X - - - N 0 0 0 Broadcom 6368 Y 0 0 0 1 (p) N 0 0 0 N 0 0 0 0 0 0 4 0 Y AP802 GN A I Y Y N N

C887VA-W-E-K9 Cisco 887VA VDSL2/ADSL2+ over POTS W/802.11n ETSI Comp  c800-universalk9-mz 15.1(3)T - D X 880 C880VA-W 880-B 28/Oct/11 N 48 x 325 x 264 2.5 0 Y 1 * USB 1.1 Y 512 MB - - - - - 256 MB 2 - X - - - - - - - - X - - - - - X - - - N 0 0 0 Broadcom 6368 Y 0 0 0 1 (p) N 0 0 0 N 0 0 0 0 0 0 4 0 Y AP802 GN E I Y Y N N

C887VA-V-K9 Cisco887, V/ADSL2 WAN, 4 FXS, 2BRI, 1ISDN C880voice-universalk9-mz 15.1(4)M - - X 880 CISCO880VA-V 880-A 12/Jan/12 N 48 x 325 x 249 2.5 2 N 1 * USB 1.1 N 256 MB D X X - - 256 MB 2 X - - - - - - - - - - X - - - - & - & - N 0 0 0 Broadcom 6368 Y 0 0 0 1 (p) N 0 0 0 N 0 0 0 0 1 0 4 0 N N Y 4 0 2 L L L

C887VA-V-W-E-K9 Cisco887, V/ADSL2, 4 FXS, 2BRI, 1ISDN, 2.4GHz  C880voice-universalk9-mz 15.1(4)M - - X 880 CISCO880VA-VW 880-A 27/Dec/11 N 48 x 325 x 264 2.5 2 N 1 * USB 1.1 N 256 MB D X X - - 256 MB 2 X - - - - - - - - - - X - - - - & - & - N 0 0 0 Broadcom 6368 Y 0 0 0 1 (p) N 0 0 0 N 0 0 0 0 1 0 4 0 Y AP801 GN E E Y Y N Y 4 0 2 L L L

C887VA-CUBE-K9 C887 Multi mode VDSL/ADSL over POTS Secure Router with CUBE  C880voice-universalk9-mz 15.1(4)M - - X 880 CISCO880VA-CUBE 880-A 18/Aug/11 N 21/May/2014 48 x 325 x 249 2.5 1 N 1 * USB 1.1 N 256 MB D X X - - 256 MB 2 X - - - - - - - - - - X - - - - & - & - N 0 0 0 Broadcom 6368 Y 0 0 0 1 (p) N 0 0 0 N 0 0 0 0 1 0 4 0 N N Y 0 0 0 N N Y

C887VAG-S-K9 VDSL2/ADSL2+ over POTS 3G EV-DO Rev A w/ SMS/GPS (MC5728V)  C880data-universalk9-mz 15.1(4)M - - X 880 C880VA-G 880-A 21/Nov/11 N 48 x 325 x 249 2.5 1 N 1 * USB 1.1 Y 512 MB - - - X - 256 MB 2 X - - - - - - - - - - X - - - - & - & - N 0 0 0 Broadcom 6368 Y 0 0 0 1 (p) N 0 0 0 N 0 0 0 0 0 0 4 0 N Y MC5728V S N N Y N N Y N N

C887VAG+7-K9 VDSL2/ADSL2+ over POTS (non-US) 3.7G HSPA+ R7 w/ SMS/GPS  C880data-universalk9-mz 15.1(4)M - - X 880 C880VA-G 880-A 8/Sep/11 N 48 x 325 x 249 2.5 1 N 1 * USB 1.1 Y 512 MB - - - X - 256 MB 2 X - - - - - - - - - - X - - - - & - & - N 0 0 0 Broadcom 6368 Y 0 0 0 1 (p) N 0 0 0 N 0 0 0 0 0 0 4 0 N Y MC8705 G Y Y N N Y Y N N

C887VAMG+7-K9 VDSL2/ADSL2+ over POTS (non-US) 3.7G HSPA+ R7 w/ SMS/GPS C880data-universalk9-mz 15.1(4)M - - X 880 C880VA-G 880-A 8/Sep/11 N 48 x 325 x 249 2.5 1 N 1 * USB 1.1 Y 512 MB - - - X - 256 MB 2 X - - - - - - - - - - X - - - - & - & - N 0 0 0 Broadcom 6368 Y 0 0 0 (p) 1 N 0 0 0 N 0 0 0 0 0 0 4 0 N Y MC8705 G Y Y N N Y Y N N

C887VAGW+7-A-K9 VDSL2/ADSL2+ over POTS and 3G HSPA+ R7 with SMS/GPS FCC WLAN c800-universalk9-mz 15.2(4)M1 - - X 880 C880VA-GW 880-B 24/Jan/13 N 48 x 325 x 264 2.5 0 Y 1 * USB 1.1 Y 512 MB - - - - - 256 MB 2 - X - - - - - - - - X - - - - - X - - - N 0 0 0 Broadcom 6368 Y 0 0 0 1 (p) N 0 0 0 N 0 0 0 0 0 0 4 0 Y AP802 AGN A I Y Y Y MC8705 G Y Y N N Y Y N N

C887VAGW+7-E-K9 VDSL2/ADSL2+ over POTS and 3G HSPA+ R7 with SMS/GPS ETS WLAN  c800-universalk9-mz 15.2(4)M1 - - X 880 C880VA-GW 880-B 17/Dec/12 N 48 x 325 x 264 2.5 0 Y 1 * USB 1.1 Y 512 MB - - - - - 256 MB 2 - X - - - - - - - - X - - - - - X - - - N 0 0 0 Broadcom 6368 Y 0 0 0 1 (p) N 0 0 0 N 0 0 0 0 0 0 4 0 Y AP802 AGN E I Y Y Y MC8705 G Y Y N N Y Y N N

C887VA-WD-A-K9 C887 multi-mode VDSL2/ADSL2+ over POTS w/ Dual Radio FCC  c800-universalk9-mz 15.2(4)M1 - D X 880 C880VA-W 880-B 2/Jan/13 N 48 x 325 x 264 2.5 0 Y 1 * USB 1.1 Y 512 MB - - - - - 256 MB 2 - X - - - - - - - - X - - - - - X - - - N 0 0 0 Broadcom 6368 Y 0 0 0 1 (p) N 0 0 0 N 0 0 0 0 0 0 4 0 Y AP802 AGN A I Y Y N N

C887VA-WD-E-K9 C887 multi-mode VDSL2/ADSL2+ over POTS w/ Dual Radio ETSI  c800-universalk9-mz 15.2(4)M1 - D X 880 C880VA-W 880-B 30/Nov/12 N 48 x 325 x 264 2.5 0 Y 1 * USB 1.1 Y 512 MB - - - - - 256 MB 2 - X - - - - - - - - X - - - - - X - - - N 0 0 0 Broadcom 6368 Y 0 0 0 1 (p) N 0 0 0 N 0 0 0 0 0 0 4 0 Y AP802 AGN E I Y Y N N

C887VA-K9 Cisco 887 VDSL/ADSL over POTS Multi-mode Router c800-universalk9-mz 15.4(1)T/15.3.3M2 (TBD) - D X 880 C880VA 880-C Early 2014 N 48 x 325 x 264 2.5 0 Y 1 * USB 2.0 Y 1024 MB - - - - - 256 MB 2 - X - - - - - - - - X - - - - - X - - - N 0 0 0 Broadcom 6368 Y 0 0 0 1 0 N 0 0 0 N 0 0 0 0 0 0 4 0 N N N

C887VAM-K9 Cisco 887 VDSL/ADSL Annex M over POTS Multi-mode Router  c800-universalk9-mz 15.4(1)T/15.3.3M2 (TBD) - D X 880 C880VA 880-C Early 2014 N 48 x 325 x 264 2.5 0 Y 1 * USB 2.0 Y 1024 MB - - - - - 256 MB 2 - X - - - - - - - - X - - - - - X - - - N 0 0 0 Broadcom 6368 Y 0 0 0 0 1 N 0 0 0 N 0 0 0 0 0 0 4 0 N N N

CISCO888-K9 Cisco888 G.SHDSL Sec Router w/ ISDN B/U C880data-universalk9-mz 12.4(20)T - D X 880 CISCO880 880-A 20/Jun/08 N 48 x 325 x 249 2.5 0 N 1 * USB 1.1 N 256 MB X X X - - 128 MB 2 X - - - - - - - - - - X - - - - & - & - N 0 0 0 Conexant N 0 0 0 0 0 N 0 0 0 Y 0 1 0 0 1 0 4 0 N N N

CISCO888-SEC-K9   Cisco888 G.SHDSL Sec Router w/ ISDN B/U w/ Adv IP Services C880data-universalk9-mz 12.4(20)T - - X 880 CISCO880 880-A 30/Sep/08 N 48 x 325 x 249 2.5 0 N 1 * USB 1.1 N 256 MB X X X - - 128 MB 2 X - - - - - - - - - - X - - - - & - & - N 0 0 0 Conexant N 0 0 0 0 0 N 0 0 0 Y 0 1 0 0 1 0 4 0 N N N

CISCO888W-GN-A-K9 Cisco888 G.SHDSL Sec Router ISDN B/U 802.11n FCC Comp C880data-universalk9-mz 12.4(20)T - D X 880 CISCO880W 880-A 26/Jun/08 N 30/Jun/2014 48 x 325 x 264 2.5 1 N 1 * USB 1.1 N 256 MB X X X - - 128 MB 2 X - - - - - - - - - - X - - - - & - & - N 0 0 0 Conexant N 0 0 0 0 0 N 0 0 0 Y 0 1 0 0 1 0 4 0 Y AP801 GN A E Y Y N N

CISCO888W-GN-E-K9 Cisco888 G.SHDSL Sec Router ISDN B/U 802.11n ETSI Comp C880data-universalk9-mz 12.4(20)T - D X 880 CISCO880W 880-A 2/Jul/08 N 30/Jun/2014 48 x 325 x 264 2.5 1 N 1 * USB 1.1 N 256 MB X X X - - 128 MB 2 X - - - - - - - - - - X - - - - & - & - N 0 0 0 Conexant N 0 0 0 0 0 N 0 0 0 Y 0 1 0 0 1 0 4 0 Y AP801 GN E E Y Y N N

CISCO888G-K9 Cisco 888 G.SHDSL Sec Router w/ 3G B/U C880data-universalk9-mz 12.4(20)T - - X 880 CISCO880G 880-A 27/Oct/08 Y 10/Oct/2012 48 x 325 x 249 2.5 0 N 1 * USB 1.1 N 256 MB X X X - - 128 MB 2 X - - - - - - - - - - X - - - - & - & - N 0 0 0 Conexant N 0 0 0 0 0 N 0 0 0 Y 0 1 0 0 0 0 4 0 N Y On PCEX card N

CISCO888GW-GN-A-K9 Cisco 888 G.SHDSL Sec Router w/ 3G B/U 802.11n FCC Comp C880data-universalk9-mz 12.4(20)T - - X 880 CISCO880GW 880-A 13/Jan/09 Y 1/Nov/2013 48 x 325 x 264 2.5 1 N 1 * USB 1.1 N 256 MB X X X - - 128 MB 2 X - - - - - - - - - - X - - - - & - & - N 0 0 0 Conexant N 0 0 0 0 0 N 0 0 0 Y 0 1 0 0 0 0 4 0 Y AP801 GN A E Y Y Y On PCEX card N

CISCO888GW-GN-E-K9 Cisco 888 G.SHDSL Sec Router w/ 3G B/U 802.11n ETSI Comp C880data-universalk9-mz 12.4(20)T - - X 880 CISCO880GW 880-A 21/Nov/08 Y 1/Nov/2013 48 x 325 x 264 2.5 1 N 1 * USB 1.1 N 256 MB X X X - - 128 MB 2 X - - - - - - - - - - X - - - - & - & - N 0 0 0 Conexant N 0 0 0 0 0 N 0 0 0 Y 0 1 0 0 0 0 4 0 Y AP801 GN E E Y Y Y On PCEX card N

C888SRSTW-GN-A-K9 Cisco SRST888 G.SHDSL FXS-BRI Sec Router 802.11n FCC Comp C880voice-universalk9-mz 12.4(20)T - - X 880 CISCO880SRSTW 880-A 19/Oct/09 Y 5/Feb/2013 48 x 325 x 264 2.5 2 N 1 * USB 1.1 N 256 MB D X X - - 256 MB 2 X - - - - - - - - - - X - - - - & - & - N 0 0 0 Conexant N 0 0 0 0 0 N 0 0 0 Y 0 1 0 0 0 0 4 0 Y AP801 GN A E Y Y N Y 4 0 1 Y N N

C888SRSTW-GN-E-K9 Cisco SRST888 G.SHDSL FXS-BRI Sec Router 802.11n ETSI Comp C880voice-universalk9-mz 12.4(20)T - - X 880 CISCO880SRSTW 880-A 2/Jan/09 Y 5/Feb/2013 48 x 325 x 264 2.5 2 N 1 * USB 1.1 N 256 MB D X X - - 256 MB 2 X - - - - - - - - - - X - - - - & - & - N 0 0 0 Conexant N 0 0 0 0 0 N 0 0 0 Y 0 1 0 0 0 0 4 0 Y AP801 GN E E Y Y N Y 4 0 1 Y N N

C888SRST-K9 Cisco SRST888 G.SHDSL/FXS/BRI/Sec Router C880voice-universalk9-mz 12.4(20)T - - X 880 CISCO880SRST 880-A 19/Dec/08 Y 5/Feb/2013 48 x 325 x 249 2.5 1 N 1 * USB 1.1 N 256 MB D X X - - 256 MB 2 X - - - - - - - - - - X - - - - & - & - N 0 0 0 Conexant N 0 0 0 0 0 N 0 0 0 Y 0 1 0 0 0 0 4 0 N N Y 4 0 1 Y N N

CISCO888E-K9 Cisco 888E EFM Router with ISDN backup  C880data-universalk9-mz 15.1(1)T - D X 880 CISCO880 880-A 5/Jun/10 N 30/Jun/2014 48 x 325 x 249 2.5 1 N 1 * USB 1.1 N 256 MB X X X - - 128 MB 2 X - - - - - - - - - - X - - - - & - & - N 0 0 0 Lantiq N 0 0 0 0 0 N 0 0 0 Y 1 0 0 0 1 0 4 0 N N N

CISCO888EW-GNA-K9 Cisco 888 EFM Wireless Router, ISDN b/u; 802.11n FCC C880data-universalk9-mz 15.1(1)T - D X 880 CISCO880W 880-A 20/Mar/12 Y 6/Feb/2013 48 x 325 x 264 2.5 1 N 1 * USB 1.1 N 256 MB X X X - - 128 MB 2 X - - - - - - - - - - X - - - - & - & - N 0 0 0 Lantiq N 0 0 0 0 0 N 0 0 0 Y 1 0 0 0 1 0 4 0 Y AP801 GN A E Y Y N N

CISCO888EW-GNE-K9 Cisco 888 EFM Wireless Router, ISDN b/u, ETSI Compliant C880data-universalk9-mz 15.1(1)T - D X 880 CISCO880W 880-A 8/Sep/10 Y 6/Feb/2013 48 x 325 x 264 2.5 1 N 1 * USB 1.1 N 256 MB X X X - - 128 MB 2 X - - - - - - - - - - X - - - - & - & - N 0 0 0 Lantiq N 0 0 0 0 0 N 0 0 0 Y 1 0 0 0 1 0 4 0 Y AP801 GN E E Y Y N N

C888ESRST-K9 Cisco 888 EFM SRST Router with FXS, and ISDN backup C880voice-universalk9-mz 15.1(1)T - - X 880 CISCO880SRST 880-A Y 5/Feb/2013 48 x 325 x 249 2.5 1 N 1 * USB 1.1 N 256 MB D X X - - 256 MB 2 X - - - - - - - - - - X - - - - & - & - N 0 0 0 Lantiq N 0 0 0 0 0 N 0 0 0 Y 1 0 0 0 0 0 4 0 N N Y 4 0 1 Y N N

C888ESRSTW-GNA-K9 Cisco 888 EFM SRST Router with FXS, BRI; 802.11n FCC C880voice-universalk9-mz 15.1(1)T - - X 880 CISCO880SRSTW 880-A Y 5/Feb/2013 48 x 325 x 264 2.5 2 N 1 * USB 1.1 N 256 MB D X X - - 256 MB 2 X - - - - - - - - - - X - - - - & - & - N 0 0 0 Lantiq N 0 0 0 0 0 N 0 0 0 Y 1 0 0 0 0 0 4 0 Y AP801 GN A E Y Y N Y 4 0 1 Y N N

C888ESRSTW-GNE-K9 Cisco 888 EFM SRST Router with FXS, BRI; 802.11n ETSI C880voice-universalk9-mz 15.1(1)T - - X 880 CISCO880SRSTW 880-A 3/Jan/13 Y 5/Feb/2013 48 x 325 x 264 2.5 2 N 1 * USB 1.1 N 256 MB D X X - - 256 MB 2 X - - - - - - - - - - X - - - - & - & - N 0 0 0 Lantiq N 0 0 0 0 0 N 0 0 0 Y 1 0 0 0 0 0 4 0 Y AP801 GN E E Y Y N Y 4 0 1 Y N N

C888-CUBE-K9 C888 G.DSL Secure Router with CUBE  C880voice-universalk9-mz 15.1(4)M - - X 880 CISCO880CUBE 880-A 20/Sep/11 N 21/May/2014 48 x 325 x 249 2.5 0 N 1 * USB 1.1 N 256 MB D X X - - 256 MB 2 X - - - - - - - - - - X - - - - & - & - N 0 0 0 Conexant N 0 0 0 0 0 N 0 0 0 Y 0 1 0 0 1 0 4 0 N N Y 0 0 0 N N Y

C888E-CUBE-K9 C888 EFM G.DSL Secure Router with CUBE  C880voice-universalk9-mz 15.1(4)M - - X 880 CISCO880CUBE 880-A 9/Sep/11 N 21/May/2014 48 x 325 x 249 2.5 1 N 1 * USB 1.1 N 256 MB D X X - - 256 MB 2 X - - - - - - - - - - X - - - - & - & - N 0 0 0 Lantiq N 0 0 0 0 0 N 0 0 0 Y 1 0 0 0 1 0 4 0 N N Y 0 0 0 N N Y

C888EG+7-K9 G.SHDSL w/ EFM (non-US) 3.7G HSPA+ R7 w/ SMS/GPS  C880data-universalk9-mz 15.1(4)M - - X 880 C880G 880-A 4/Sep/11 N 30/Jun/2014 48 x 325 x 249 2.5 1 N 1 * USB 1.1 Y 512 MB - - - X - 256 MB 2 X - - - - - - - - - - X - - - - & - & - N 0 0 0 Lantiq N 0 0 0 0 0 N 0 0 0 Y 1 0 0 0 0 0 4 0 N Y MC8705 G Y Y N N Y Y N N

C888EA-K9 Multimode 4 pair G.SHDSL Router  c800-universalk9-mz 15.2(2)T - D X 880 C880 880-B 8/Feb/12 N 48 x 325 x 249 2.5 0 Y 1 * USB 1.1 Y 512 MB - - - - - 256 MB 2 - X - - - - - - - - X - - - - - X - - - N 0 0 0 Lantiq N 0 0 0 0 0 N 0 0 0 Y 0 0 1 0 1 0 4 0 N N N

CISCO891-K9 Cisco 891 GigaE SecRouter  c890-universalk9-mz 12.4(22)YB  - - X 890 CISCO890 890-A 6/May/09 N 30/Jun/2014 48 x 325 x 249 2.5 1 Y 2 * USB 2.0 N 256 MB D X X - - 256 MB 4 - - X - - - - - - - - X - - - - & - & - Y 0 1 1 N/A N 0 0 0 0 0 N 0 0 0 N 0 0 0 1 0 0 8 0 N N N

CISCO891C-K9 Cisco 891 GigaE SecRouter China c890-universalk9-mz 12.4(22)YB  - - X 890 CISCO890 890-A 10/Feb/10 Y 2/Jul/2012 48 x 325 x 249 2.5 1 Y 2 * USB 2.0 N 256 MB D X X - - 256 MB 4 - - X - - - - - - - - X - - - - & - & - Y 0 1 1 N/A N 0 0 0 0 0 N 0 0 0 N 0 0 0 1 0 0 8 0 N N N

CISCO891C-W-C-K9 Cisco 891 GigaE SecRouter w/ 802.11n a/b/g China Comp c890-universalk9-mz 12.4(22)YB  - - X 890 CISCO890W 890-A 5/May/10 Y 2/Jul/2012 48 x 325 x 264 2.5 1 Y 2 * USB 2.0 N 256 MB D X X - - 256 MB 4 - - X - - - - - - - - X - - - - & - & - Y 0 1 1 N/A N 0 0 0 0 0 N 0 0 0 N 0 0 0 1 0 0 8 0 Y AP801 AGN C E Y Y N N

CISCO891W-AGN-A-K9 Cisco 891 GigaE SecRouter w/ 802.11n a/b/g FCC Comp c890-universalk9-mz 12.4(22)YB  - - X 890 CISCO890W 890-A 22/Jul/09 N 30/Jun/2014 48 x 325 x 264 2.5 1 Y 2 * USB 2.0 N 256 MB D X X - - 256 MB 4 - - X - - - - - - - - X - - - - & - & - Y 0 1 1 N/A N 0 0 0 0 0 N 0 0 0 N 0 0 0 1 0 0 8 0 Y AP801 AGN A E Y Y N N

CISCO891W-AGN-N-K9 Cisco 891 GigaE SecRtr w/ 802.11n a/b/g Australia Comp  c890-universalk9-mz 12.4(22)YB  - - X 890 CISCO890W 890-A 27/Jul/09 N 30/Jun/2014 48 x 325 x 264 2.5 1 Y 2 * USB 2.0 N 256 MB D X X - - 256 MB 4 - - X - - - - - - - - X - - - - & - & - Y 0 1 1 N/A N 0 0 0 0 0 N 0 0 0 N 0 0 0 1 0 0 8 0 Y AP801 AGN N E Y Y N N

CISCO891W-AGN-C-K9 Cisco 891 GigaE SecRouter w/ 802.11n a/b/g China Comp c890-universalk9-mz 12.4(22)YB  - - X 890 CISCO890W 890-A N 30/Jun/2014 48 x 325 x 264 2.5 1 Y 2 * USB 2.0 N 256 MB D X X - - 256 MB 4 - - X - - - - - - - - X - - - - & - & - Y 0 1 1 N/A N 0 0 0 0 0 N 0 0 0 N 0 0 0 1 0 0 8 0 Y AP801 AGN C E Y Y N N

CISCO891W-AGN-P-K9 Cisco 892 GigaE SecRouter w/ 802.11n a/b/g/ Japan Comp  c890-universalk9-mz 12.4(22)YB  - - X 890 CISCO890W 890-A N 30/Jun/2014 48 x 325 x 264 2.5 1 Y 2 * USB 2.0 N 256 MB D X X - - 256 MB 4 - - X - - - - - - - - X - - - - & - & - Y 0 1 1 N/A N 0 0 0 0 0 N 0 0 0 N 0 0 0 1 0 0 8 0 Y AP801 AGN P E Y Y N N

C891F-K9 Cisco 891 GigaE SecRouter with SFP c800-universalk9-mz 15.4(1)T/15.3.3M2 (TBD) - - X 890 C890F 890-B Early 2014 N 46 x 323 x 248.5 2.5 0 Y 1 * USB 2.0 Y 1024 MB - - - - - 256 MB 4 - - - X - - - - - - - - X - - - - - - X Y 1 1 1 N/A N 0 0 0 0 0 N 0 0 0 N 0 0 0 1 1 0 0 8 N N N

C891FW-A-K9 Cisco 891 GigaE SecRouter w/ 802.11n a/b/g FCC Comp c800-universalk9-mz 15.4(1)T/15.3.3M2 (TBD) - - X 890 C890FW 890-B Early 2014 N 46 x 323 x 248.5 2.5 0 Y 1 * USB 2.0 Y 1024 MB - - - - - 256 MB 4 - - - X - - - - - - - - X - - - - - - X Y 1 1 1 N/A N 0 0 0 0 0 N 0 0 0 N 0 0 0 1 1 0 0 8 Y AP802 AGN A I Y Y N N

C891FW-E-K9 Cisco 891 GigaE SecRouter w/ 802.11n ETSI Comp c800-universalk9-mz 15.4(1)T/15.3.3M2 (TBD) - - X 890 C890FW 890-B Early 2014 N 46 x 323 x 248.5 2.5 0 Y 1 * USB 2.0 Y 1024 MB - - - - - 256 MB 4 - - - X - - - - - - - - X - - - - - - X Y 1 1 1 N/A N 0 0 0 0 0 N 0 0 0 N 0 0 0 1 1 0 0 8 Y AP802 AGN E I Y Y N N

CISCO892-K9 Cisco 892 GigaE SecRouter c890-universalk9-mz 12.4(22)YB  - - X 890 CISCO890 890-A 26/May/09 N 30/Jun/2014 48 x 325 x 249 2.5 1 Y 2 * USB 2.0 N 256 MB D X X - - 256 MB 4 - - X - - - - - - - - X - - - - & - & - Y 0 1 1 N/A N 0 0 0 0 0 N 0 0 0 N 0 0 0 0 1 0 8 0 N N N

CISCO892W-AGN-E-K9 Cisco 892 GigaE SecRouter w/ 802.11n a/b/g ETSI Comp c890-universalk9-mz 12.4(22)YB  - - X 890 CISCO890W 890-A 4/Jun/09 Y 29/Jan/2013 48 x 325 x 264 2.5 1 Y 2 * USB 2.0 N 256 MB D X X - - 256 MB 4 - - X - - - - - - - - X - - - - & - & - Y 0 1 1 N/A N 0 0 0 0 0 N 0 0 0 N 0 0 0 0 1 0 8 0 Y AP801 AGN E E Y Y N N

CISCO892C-K9 Cisco 892 GigaE SecRouter China c890-universalk9-mz 12.4(22)YB  - - X 890 CISCO890 890-A 29/Jun/10 Y 2/Jul/2012 48 x 325 x 249 2.5 1 Y 2 * USB 2.0 N 256 MB D X X - - 256 MB 4 - - X - - - - - - - - X - - - - & - & - Y 0 1 1 N/A N 0 0 0 0 0 N 0 0 0 N 0 0 0 0 1 0 8 0 N N N

CISCO892C-W-C-K9 Cisco 892 GigaE SecRouter w/ 802.11n a/b/g China Comp c890-universalk9-mz 12.4(22)YB  - - X 890 CISCO890W 890-A 4/May/10 Y 2/Jul/2012 48 x 325 x 264 2.5 1 Y 2 * USB 2.0 N 256 MB D X X - - 256 MB 4 - - X - - - - - - - - X - - - - & - & - Y 0 1 1 N/A N 0 0 0 0 0 N 0 0 0 N 0 0 0 0 1 0 8 0 Y AP801 AGN C E Y Y N N

CISCO892J-K9 Cisco 892 GigaE SecRouter Japan c890-universalk9-mz 12.4(22)YB3 - - X 890 CISCO890 890-A 24/Sep/09 N 30/Sep/2014 48 x 325 x 249 2.5 1 Y 2 * USB 2.0 N 256 MB D X X - - 256 MB 4 - - X - - - - - - - - X - - - - & - & - Y 0 1 1 N/A N 0 0 0 0 0 N 0 0 0 N 0 0 0 0 1 0 8 0 N N N

C892F-CUBE-K9 C881 GE Fiber Secure Router with CUBE c890-universalk9-mz 15.1(2)T2 - - X 890 CISCO890F 890-A 29/Oct/11 N 14/May/2014 48 x 325 x 249 2.5 1 Y 2 * USB 2.0 N 512 MB - - - X - 256 MB 4 - - X - - - - - - - - X - - - - & - & - Y 1 1 1 N/A N 0 0 0 0 0 N 0 0 0 N 0 0 0 0 1 0 8 0 N N Y 0 0 0 N N Y

CISCO892F-K9 Cisco 892 GigaE SecRouter with SFP  c890-universalk9-mz 15.1(2)T2 - - X 890 CISCO890FW 890-A 3/Dec/10 N 30/Jun/2014 48 x 325 x 249 2.5 1 Y 2 * USB 2.0 N 512 MB - - - X - 256 MB 4 - - X - - - - - - - - X - - - - & - & - Y 1 1 1 N/A N 0 0 0 0 0 N 0 0 0 N 0 0 0 0 1 0 8 0 N N N

CISCO892FW-A-K9 Cisco 892 GigaE SecRouter, SFP w/ 802.11n FCC Comp  c890-universalk9-mz 15.1(2)T2 - - X 890 CISCO890FW 890-A 22/Jul/11 N 30/Jun/2014 48 x 325 x 264 2.5 1 Y 2 * USB 2.0 N 512 MB - - - X - 256 MB 4 - - X - - - - - - - - X - - - - & - & - Y 1 1 1 N/A N 0 0 0 0 0 N 0 0 0 N 0 0 0 0 1 0 8 0 Y AP801 AGN A E Y Y N N

CISCO892FW-E-K9 Cisco 892 GigaE SecRouter, SFP w/ 802.11n ETSI Comp c890-universalk9-mz 15.1(2)T2 - - X 890 CISCO890FW 890-A 14/Mar/11 Y 29/Jan/2013 48 x 325 x 264 2.5 1 Y 2 * USB 2.0 N 512 MB - - - X - 256 MB 4 - - X - - - - - - - - X - - - - & - & - Y 1 1 1 N/A N 0 0 0 0 0 N 0 0 0 N 0 0 0 0 1 0 8 0 Y AP801 AGN E E Y Y N N

C892FSP-K9 Cisco 892FSP 1 GE and 1GE/SFP High Perf Security Router  c800-universalk9-mz 15.2(4)M - - X 890 C890 890-B 14/Sep/12 N 46 x 323 x 248.5 2.5 0 Y 1 * USB 2.0 Y 1024 MB* - - - - X 256 MB 0 - - - - - - - - - - - - X - - - - - - - Y 1 0 2 N/A N 0 0 0 0 0 N 0 0 0 N 0 0 0 0 0 0 0 8 N N N

C896VA-K9 Cisco 896 VDSL2/ADSL2+ over ISDN and 1GE/SFP Sec Router  c800-universalk9-mz 15.2(4)M1 - - X 890 C890 890-B 4/Mar/13 N 46 x 323 x 248.5 2.5 0 Y 1 * USB 2.0 Y 1024 MB* - - - - X 256 MB 4 - - - X - - - - - - - - X - - - - - - X Y 1 0 1 Broadcom 6368 N 0 0 0 0 0 Y 0 1 (p) N 0 0 0 0 1 0 0 8 N N N

C897VA-K9 Cisco 897 VDSL2/ADSL2+ over POTs and 1GE/SFP Sec Router  c800-universalk9-mz 15.2(4)M1 - - X 890 C890 890-B 14/Mar/13 N 46 x 323 x 248.5 2.5 0 Y 1 * USB 2.0 Y 1024 MB* - - - - X 256 MB 4 - - - X - - - - - - - - X - - - - - - X Y 1 0 1 Broadcom 6368 Y 0 0 0 1 (p) N 0 0 0 N 0 0 0 0 1 0 0 8 N N N

C897VAW-A-K9 Cisco 897 VDSL2/ADSL2+ over POTs & 1GE/SFP, 802.11n FCC Comp  c800-universalk9-mz 15.2(4)M1 - - X 890 C890W 890-B 14/Mar/13 N 46 x 323 x 248.5 2.5 0 Y 1 * USB 2.0 Y 1024 MB* - - - - X 256 MB 4 - - - X - - - - - - - - X - - - - - - X Y 1 0 1 Broadcom 6368 Y 0 0 0 1 (p) N 0 0 0 N 0 0 0 0 0 0 0 8 Y AP802 AGN A I Y Y N N

C897VAW-E-K9 Cisco 897 VDSL2/ADSL2+ over POTs, 1GE/SFP, 802.11n ETSI Comp  c800-universalk9-mz 15.2(4)M1 - - X 890 C890W 890-B 16/Mar/13 N 46 x 323 x 248.5 2.5 0 Y 1 * USB 2.0 Y 1024 MB* - - - - X 256 MB 4 - - - X - - - - - - - - X - - - - - - X Y 1 0 1 Broadcom 6368 Y 0 0 0 1 (p) N 0 0 0 N 0 0 0 0 0 0 0 8 Y AP802 AGN E I Y Y N N

C897VAM-W-E-K9 Cisco 897 Annex M over POTs & 1GE/SFP, 802.11n ETSI Comp  c800-universalk9-mz 15.2(4)M1 - - X 890 C890W 890-B 1/Jul/13 N 46 x 323 x 248.5 2.5 0 Y 1 * USB 2.0 Y 1024 MB* - - - - X 256 MB 4 - - - X - - - - - - - - X - - - - - - X Y 1 0 1 Broadcom 6368 Y 0 0 0 (p) 1 N 0 0 0 N 0 0 0 0 0 0 0 8 Y AP802 AGN E I Y Y N N

C897VA-M-K9 Cisco 897 Annex M over POTs and 1GE/SFP Sec Router  c800-universalk9-mz 15.2(4)M1 - - X 890 C890 890-B 20/Mar/13 N 46 x 323 x 248.5 2.5 0 Y 1 * USB 2.0 Y 1024 MB* - - - - X 256 MB 4 - - - X - - - - - - - - X - - - - - - X Y 1 0 1 Broadcom 6368 Y 0 0 0 (p) 1 N 0 0 0 N 0 0 0 0 0 0 0 8 N N N

C898EA-K9 Cisco 898 G.SHDSL ATM/EFM Multi-mode & 1GE/SFP Sec Router  c800-universalk9-mz 15.2(4)M1 - - X 890 C890 890-B 8/Mar/13 N 46 x 323 x 248.5 2.5 0 Y 1 * USB 2.0 Y 1024 MB* - - - - X 256 MB 4 - - - X - - - - - - - - X - - - - - - X Y 1 0 1 Lantiq N 0 0 0 0 0 N 0 0 0 Y 0 0 1 0 0 0 0 8 N N N
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